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wavepackets engineering29–31 and other matter
waves32–34, etc. Spatiotemporal structure wavepackets
featuring controllable multiple photon DoFs have also
been experimentally constructed35. While a conventional
spatial/spatiotemporal vortex beam generally carries a
temporally static OAM. In this context, self-torqued beam
with time-varying OAM was first created in a high har-
monic generation driven by two ultrafast pulses with
different OAM and time delayed to each other36. Since
then, spatiotemporal wavepackets carrying time-
dependent OAM have been sequentially synthesized,
remarkably in ultrafast light coils through correlating
spatial modes with time frequencies37–40, tailored spa-
tiotemporal dynamic wavepackets by means of a multi-
plane light conversion41,42, and integrated vortex emitter
by imprinting OAM modes into frequency micro-
comb43,44. However, to date, the majority of dynamic
spatiotemporal beams are primarily restricted to helical
wavepackets, that is time-varying L-OAMs along light
pulse, as shown in Fig. 1a.
Researchers recently observed subtle changes in T-OAM

density by disrupting an STOV pulse45. By intentionally
offsetting phase singularities along the frequency, time-

separated singularities can be generated through a linear
mapping46,47. However, efforts have primarily focused on
controlling and shaping a single STOV pulse, where the
manipulation of DoFs on demand is limited and frequency-
dependent, and the resulting space-time distortions com-
promise T-OAM purity and introduce significant crosstalk
between singularities. In this context, generating a set of
isolated STOV pulse bursts with arbitrary time-dependent
photon properties presents a promising solution but has
yet to be demonstrated. In this work, we achieve an
ultrafast pulse train of independent spatiotemporal
Laguerre-Gaussian (STLG) basis with variable quantum
numbers, constructing “spatiotemporal vortex bursts” with
tailored time-varying DoFs (Fig. 1b), that resemble OFCs.
Instead of conventional spatial modes41,42, each comb teeth
within the burst lies on the space-time plane in a spatio-
temporally coupled manner. The magnitude and arrange-
ment of radial and azimuthal quantum numbers printed on
each comb teeth can be self-defined on demand. The
resulting spatiotemporal vortex bursts appear to resemble
flying donuts with ultrafast switchable quantum numbers,
reaching terahertz intraburst repetition rate conversion
between high-purity mode indices.
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Fig. 1 Conceptual scheme of the synthesis of spatiotemporal vortex bursts with time-varying dynamic properties. a Time-varying L-OAMs of
helical pulse. b Time-varying T-OAMs of spatiotemporal vortex bursts. c Analogy between optical frequency combs and pulse bursts. d Principle for
spatiotemporal vortex bursts generation by engineering the 2D spatiotemporal spectra (Methods)
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Abstract
Orbital angular momentums (OAMs) of light can be categorized into longitudinal OAM (L-OAM) and transverse OAM
(T-OAM). Light carrying time-varying L-OAM, known as self-torqued light, was recently discovered during harmonic
generation and has been extensively developed within the context of optical frequency combs (OFCs). Meanwhile,
ultrafast bursts of optical pulses, analogous to OFCs, are sought for various light-matter interaction, spectroscopic and
nonlinear applications1–6. However, achieving transiently switchable T-OAM of light on request, namely
spatiotemporal vortex pulse bursts, with independently controlled spatiotemporal profile of each comb teeth,
remains unrealized thus far. In this work, the experimental generation of spatiotemporal vortex bursts featured with
controllable time-dependent characteristics is reported. The resultant bursts comprised of spatiotemporal optical
vortex comb teeth have picosecond timescale switchable T-OAMs with defined arrangement. We also show ultrafast
control of T-OAM chirality, yielding pulse bursts with staggered azimuthal local momentum density, resembling
Kármán vortex streets. This approach enables the tailoring of more intricate spatiotemporal wavepacket bursts, such as
high-purity modes variation in both radial and azimuthal quantum numbers of spatiotemporal Laguerre-Gaussian
wavepackets over time, which may facilitate a host of novel applications in ultrafast light-matter interactions, high-
dimensional quantum entanglements, space-time photonic topologies as well as spatiotemporal metrology and
photography.

Introduction
Finite trains of ultrashort pulses, commonly referred to

as pulse bursts and similar to optical frequency combs
consisting of a series of separated “comb teeth” of fre-
quencies, have already been utilized in various applica-
tions, including laser materials processing1,2, nonlinear
science3,4, ultrafast photography5,6, among many others.
In recent years, new research avenues have been opened
up by exploring two-dimensional spatiotemporally struc-
tured light with desired attributes. Spatiotemporally
coupled wavepackets with diverse geometric and

topological textures exhibit unique physical properties
during propagation, focusing, and interaction with mat-
ter7. However, versatile pulse bursts comprising spatio-
temporal wavepackets with tailored photon degrees of
freedom (DoFs) have not been reported8,9. Orbital angular
momentum (OAM) as a promising DoF of light is asso-
ciated with its twisted waveform, resulting in phase sin-
gularities surrounded by a symmetric doughnut intensity
profile10. The photonic intrinsic (coordinates-indepen-
dent) OAM can be either longitudinal (L-OAM) if it arises
from a helical phase in the spatial domain or transverse
(T-OAM) if it emerges in the space-time domain11–14.
The L-OAM was early discovered in spatial optical vor-
tices by Allen et al.15, which has been extensively studied
and has spurred numerous significant applications16,17.
The T-OAM is a newly discovered property of photons in
spatiotemporal optical vortices (STOVs), as demonstrated
both theoretically18,19 and experimentally20–23. This
revolutionary progress propels research toward nonlinear
optics24–26, novel photonics topology27,28, spatiotemporal
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wavepackets engineering29–31 and other matter
waves32–34, etc. Spatiotemporal structure wavepackets
featuring controllable multiple photon DoFs have also
been experimentally constructed35. While a conventional
spatial/spatiotemporal vortex beam generally carries a
temporally static OAM. In this context, self-torqued beam
with time-varying OAM was first created in a high har-
monic generation driven by two ultrafast pulses with
different OAM and time delayed to each other36. Since
then, spatiotemporal wavepackets carrying time-
dependent OAM have been sequentially synthesized,
remarkably in ultrafast light coils through correlating
spatial modes with time frequencies37–40, tailored spa-
tiotemporal dynamic wavepackets by means of a multi-
plane light conversion41,42, and integrated vortex emitter
by imprinting OAM modes into frequency micro-
comb43,44. However, to date, the majority of dynamic
spatiotemporal beams are primarily restricted to helical
wavepackets, that is time-varying L-OAMs along light
pulse, as shown in Fig. 1a.
Researchers recently observed subtle changes in T-OAM

density by disrupting an STOV pulse45. By intentionally
offsetting phase singularities along the frequency, time-

separated singularities can be generated through a linear
mapping46,47. However, efforts have primarily focused on
controlling and shaping a single STOV pulse, where the
manipulation of DoFs on demand is limited and frequency-
dependent, and the resulting space-time distortions com-
promise T-OAM purity and introduce significant crosstalk
between singularities. In this context, generating a set of
isolated STOV pulse bursts with arbitrary time-dependent
photon properties presents a promising solution but has
yet to be demonstrated. In this work, we achieve an
ultrafast pulse train of independent spatiotemporal
Laguerre-Gaussian (STLG) basis with variable quantum
numbers, constructing “spatiotemporal vortex bursts” with
tailored time-varying DoFs (Fig. 1b), that resemble OFCs.
Instead of conventional spatial modes41,42, each comb teeth
within the burst lies on the space-time plane in a spatio-
temporally coupled manner. The magnitude and arrange-
ment of radial and azimuthal quantum numbers printed on
each comb teeth can be self-defined on demand. The
resulting spatiotemporal vortex bursts appear to resemble
flying donuts with ultrafast switchable quantum numbers,
reaching terahertz intraburst repetition rate conversion
between high-purity mode indices.

a

b

c Frequency comb

Pulse comb

+
d

H
el

ic
al

 p
ul

se
Pu

ls
e 

Bu
rs

t

Time domain

1D Spectrum

A pulse burst with time varying T-OAM

= -2

= -1
 = +1 = +2

+

X

Y

Time

kz

= -1

 = -1
 = +2

A helical pulse with time varying L-OAM

kz

 = -1
 = +2

 = -1

Fig. 1 Conceptual scheme of the synthesis of spatiotemporal vortex bursts with time-varying dynamic properties. a Time-varying L-OAMs of
helical pulse. b Time-varying T-OAMs of spatiotemporal vortex bursts. c Analogy between optical frequency combs and pulse bursts. d Principle for
spatiotemporal vortex bursts generation by engineering the 2D spatiotemporal spectra (Methods)
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temporal wavepackets with tailored photon degrees of
freedom (DoFs) have not been reported8,9. Orbital angular
momentum (OAM) as a promising DoF of light is asso-
ciated with its twisted waveform, resulting in phase sin-
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Results
We firstly generate a spatiotemporal vortex burst with

time-varying azimuthal quantum numbers from ℓ=−3 to
+3 in Fig. 3. Such spatiotemporal vortex burst is designed
as consisting of 7 LG bases of radial index p= 0 with a
temporal pitch of 2.8 ps. Figure 3a presents the 3D iso-
intensity profile of the synthesized burst in the space-time
domain, reconstructed from 600 temporal slices from 0 ps
to ~20 ps in the experiment (Supplementary Note 1 and
Supplementary Movie 1). The measured iso-surface
showcases a pulse comb consisting of a series of STOV
with variable sizes, each separated from the adjacent ones
by 2.8 ps. Each comb teeth exhibits a central dark hole
induced by their spatiotemporal phase singularities, as
shown in Fig. 3b. The phase distribution also confirms the
time-varying azimuthal quantum numbers from ℓ=−3 to
+3. The T-OAM spectrum power distributions (Supple-
mentary Note 3) of the synthesized spatiotemporal vortex
burst are shown in Fig. 3c. Each comb teeth exhibits high
mode purity at its desired mode index (Supplementary Fig.
S3). The measured bursts present a temporal evolution of
T-OAM and appear as an angular acceleration/decelera-
tion on the space-time plane, as plotted in Fig. 3d, which
implies a terahertz variation ∂lðθx�tÞ=∂t � 0:36THz of
T-OAMs. Such an ultrafast variation in mean T-OAM
avoids intermediate OAM states induced by modal inter-
ference, as the individual pulses within the burst remain
isolated. This enables a straightforward and ultrafast
approach to controlling their temporal properties.
The proposed scheme enables easy customization of spa-

tiotemporal vortex bursts with self-defined arrangement of
T-OAMs. To illustrate this capacity, we generate a spatio-
temporal vortex burst involving a series of spatiotemporal
vortices with alternating azimuthal quantum numbers
between ℓ=+1 and ℓ=−1. Figure 4a shows the measured
3D iso-intensity (at 11% of the peak intensity) profile of this
spatiotemporal vortex burst, which includes 5 STOVs with
2.8 ps temporal pitch within a total temporal span of 12 ps.
Each comb teeth features an independent dark hole, result-
ing in a flying doughnut-shaped appearance. The spatio-
temporal evolution of intensity and phase of the bursts can
be easily demonstrated by their time-dependent interfered
fringes (Supplementary Note 4). Figure 4b presents the
phase distribution of the generated burst, showing the
temporally alternating variation of ℓ between+1 and −1. To
further elucidate the local spatiotemporal distributions of
optical energy inside the burst, we plot the complex field and
corresponding energy density flux (calculated using anom-
alous dispersion coefficient β2 ¼ �k�1

0 , see Supplementary
Note 5 for detail) in Fig. 4c. Over time, the energy density
flux exhibits “spiral” patterns circulating around the corre-
sponding singularities (with opposite circulations, namely a
vortex dipole), with the mean T-OAM per photon equals to
the topological charge carried by each comb teeth. All results

indicate the staggered reversal of energy chirality along time,
forming an optical analogy to the Kármán vortex street
(KVS). This phenomenon, characterized by the alternating
chirality of swirling vortices, is caused by the nonlinear
process of vortex shedding in fluid dynamics and has also
been predicted in the linear realm48 (Supplementary Note 6).
Moreover, whereas KVS in fluid dynamics is inherently a
nonlinear phenomenon, here we demonstrate that analogous
effects can arise in a polychromatic wavepacket propagating
at the group velocity under conditions of linear anomalous
dispersion. The instantaneous temporal variation of the
T-OAM in a pulse burst is expected to play a role in the
light-matter interactions, unveiling their energy transfer49,50.
We can actively adjust the temporal separation and order of
azimuthal quantum numbers within a burst, displaying self-
defined time-varying T-OAMs (Supplementary Note 7).
Beyond the time-dependent azimuthal quantum num-

bers shown, our scheme can be readily reconfigured on
demand to create more elaborate spatiotemporal dynamics.
To further illustrate this versatility, we generate a spatio-
temporal wavepacket burst involving three STLG wave-
packets, a set of complete and orthonormal basis, each
assigned to a distinct azimuthal (ℓ) and radial (p) quantum
number. Figure 5a shows the measured 3D iso-intensity
profile of the synthesized STLG wavepacket burst, which
involves 3 STLG wavepackets (p ¼ 1& l ¼ �1, p ¼
2& l ¼ þ1 and p ¼ 1& l ¼ þ2) with 4 ps temporal pitch
within a temporal span of 12 ps. The corresponding spa-
tiotemporal phase distribution is plotted in Fig. 5b. This
burst shows dynamic spatiotemporal phase singularities
and edge dislocations along time, resulting in time-varying
coupled multi-ring topologies. Figure 5c shows the modal
analysis for each comb teeth of this burst (Supplementary
Note 8). The power distribution located at the desired
radial and azimuthal index is examined to be 82.5%, 51.34
and 84.4% respectively at the time t0 � 2 ps, 6 ps and 10 ps,
clearly confirming the generation of high-purity time-
varying STLG wavepackets. This involves carving dual
time-varying DoFs of light field in a pulse burst. It is worth
mentioning that the mode purity degradation of STLG
modes with larger radial quantum numbers p arises from
imperfections of the experimental generation. The mis-
match between the ideal and experimental STLG wave-
packets becomes more pronounced as the radial quantum
number increases, further amplifying mode purity degra-
dation (Supplementary Note 8). Additionally, we can
achieve the spatiotemporal collision of dual STLG wave-
packets inside a burst by controlling the relative delay
between comb teeth, leading to more complex time-
varying spatiotemporal properties (Supplementary Note 9).

Discussion
In summary, we have demonstrated a new type of

spatiotemporal vortex bursts featured by tailored
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Principle and experiment
The conceptual scheme for the synthesis of spatio-

temporal vortex bursts is illustrated in Fig. 1c, d. Optical
pulse bursts and frequency combs can be viewed as
inverse processes in the time-frequency domain. By
correlating spatial vortices with finite comb teeth within
an OFC, self-torqued helical pulse with time-varying L-
OAMs can be generated in the time domain43,44. Con-
versely, an optical pulse burst exhibits a pulse comb in
the time domain resulting in a complex spectrum like the
temporal representation of such OFC (Methods), as
shown in Fig. 1c. Therefore, to synthesize a pulse burst
comprising a chain of regular spatiotemporal vortex
pulses, we assign specific spatiotemporal coupling mode
into each comb teeth in the time domain, forming a
complex 2D spatial-spectral representation (Fig. 1d). The
complex representation of Eq. (5) is encoded into a
spatiotemporal multiplexing hologram (Methods),
exemplified in Fig. 2a, which allows fully tailoring the
individual STOV comb teeth with the same central fre-
quency. By implementing a 2D space-time Fourier
transform (FT) on this hologram, the zero-order output
is demultiplexed in the space-time domain, generating
the desired spatiotemporal vortex burst, as illustrated
in Fig. 2b. Each comb teeth corresponds to an isolated
and well-defined STOV pulse with time-dependent

characteristics, and its spatiotemporal profile can be
arbitrarily tailored by designing the corresponding spa-
tiotemporal multiplexing hologram. The experimental
configurations utilized in our work are based on the
integration of a 2D ultrafast pulse shaper and spatio-
temporal multiplexing technique, as depicted in Fig. 2c.
In the experiment, the hologram mask displayed on a
reflective phase-only spatial light modulator is inserted in
the intermediate confocal plane of a 4f ultrafast pulse
shaper. With the help of a grating and a cylindrical lens,
the spatial-spectral distribution of an incident pulse can
be readily tailored by this mask. In our setup, the tem-
poral FT was achieved via a grating and a cylindrical lens,
the spatial FT was achieved via free-propagation after the
pulse shaper (around 1.2 m). Since all comb teeth within
a burst are spatiotemporally coherent, we can use a
dechirped reference beam to interrogate their 3D spa-
tiotemporal morphology (see Supplementary Note 1 for
the detailed experiment principle). The intraburst repe-
tition rate and order inside the synthesized spatio-
temporal vortex burst are determined by the intraburst
phase slips. In addition to imparting the T-OAM con-
tent, a group delay dispersion phase is added to chirp the
pulse for balancing spatial diffraction and temporal dis-
persion, which is essential to produce a high mode purity
spatiotemporal vortex burst (Supplementary Note 2).
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Results
We firstly generate a spatiotemporal vortex burst with
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temporal pitch of 2.8 ps. Figure 3a presents the 3D iso-
intensity profile of the synthesized burst in the space-time
domain, reconstructed from 600 temporal slices from 0 ps
to ~20 ps in the experiment (Supplementary Note 1 and
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induced by their spatiotemporal phase singularities, as
shown in Fig. 3b. The phase distribution also confirms the
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burst are shown in Fig. 3c. Each comb teeth exhibits high
mode purity at its desired mode index (Supplementary Fig.
S3). The measured bursts present a temporal evolution of
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tion on the space-time plane, as plotted in Fig. 3d, which
implies a terahertz variation ∂lðθx�tÞ=∂t � 0:36THz of
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be easily demonstrated by their time-dependent interfered
fringes (Supplementary Note 4). Figure 4b presents the
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temporally alternating variation of ℓ between+1 and −1. To
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corresponding energy density flux (calculated using anom-
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Note 5 for detail) in Fig. 4c. Over time, the energy density
flux exhibits “spiral” patterns circulating around the corre-
sponding singularities (with opposite circulations, namely a
vortex dipole), with the mean T-OAM per photon equals to
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forming an optical analogy to the Kármán vortex street
(KVS). This phenomenon, characterized by the alternating
chirality of swirling vortices, is caused by the nonlinear
process of vortex shedding in fluid dynamics and has also
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Moreover, whereas KVS in fluid dynamics is inherently a
nonlinear phenomenon, here we demonstrate that analogous
effects can arise in a polychromatic wavepacket propagating
at the group velocity under conditions of linear anomalous
dispersion. The instantaneous temporal variation of the
T-OAM in a pulse burst is expected to play a role in the
light-matter interactions, unveiling their energy transfer49,50.
We can actively adjust the temporal separation and order of
azimuthal quantum numbers within a burst, displaying self-
defined time-varying T-OAMs (Supplementary Note 7).
Beyond the time-dependent azimuthal quantum num-

bers shown, our scheme can be readily reconfigured on
demand to create more elaborate spatiotemporal dynamics.
To further illustrate this versatility, we generate a spatio-
temporal wavepacket burst involving three STLG wave-
packets, a set of complete and orthonormal basis, each
assigned to a distinct azimuthal (ℓ) and radial (p) quantum
number. Figure 5a shows the measured 3D iso-intensity
profile of the synthesized STLG wavepacket burst, which
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and edge dislocations along time, resulting in time-varying
coupled multi-ring topologies. Figure 5c shows the modal
analysis for each comb teeth of this burst (Supplementary
Note 8). The power distribution located at the desired
radial and azimuthal index is examined to be 82.5%, 51.34
and 84.4% respectively at the time t0 � 2 ps, 6 ps and 10 ps,
clearly confirming the generation of high-purity time-
varying STLG wavepackets. This involves carving dual
time-varying DoFs of light field in a pulse burst. It is worth
mentioning that the mode purity degradation of STLG
modes with larger radial quantum numbers p arises from
imperfections of the experimental generation. The mis-
match between the ideal and experimental STLG wave-
packets becomes more pronounced as the radial quantum
number increases, further amplifying mode purity degra-
dation (Supplementary Note 8). Additionally, we can
achieve the spatiotemporal collision of dual STLG wave-
packets inside a burst by controlling the relative delay
between comb teeth, leading to more complex time-
varying spatiotemporal properties (Supplementary Note 9).

Discussion
In summary, we have demonstrated a new type of

spatiotemporal vortex bursts featured by tailored
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Principle and experiment
The conceptual scheme for the synthesis of spatio-

temporal vortex bursts is illustrated in Fig. 1c, d. Optical
pulse bursts and frequency combs can be viewed as
inverse processes in the time-frequency domain. By
correlating spatial vortices with finite comb teeth within
an OFC, self-torqued helical pulse with time-varying L-
OAMs can be generated in the time domain43,44. Con-
versely, an optical pulse burst exhibits a pulse comb in
the time domain resulting in a complex spectrum like the
temporal representation of such OFC (Methods), as
shown in Fig. 1c. Therefore, to synthesize a pulse burst
comprising a chain of regular spatiotemporal vortex
pulses, we assign specific spatiotemporal coupling mode
into each comb teeth in the time domain, forming a
complex 2D spatial-spectral representation (Fig. 1d). The
complex representation of Eq. (5) is encoded into a
spatiotemporal multiplexing hologram (Methods),
exemplified in Fig. 2a, which allows fully tailoring the
individual STOV comb teeth with the same central fre-
quency. By implementing a 2D space-time Fourier
transform (FT) on this hologram, the zero-order output
is demultiplexed in the space-time domain, generating
the desired spatiotemporal vortex burst, as illustrated
in Fig. 2b. Each comb teeth corresponds to an isolated
and well-defined STOV pulse with time-dependent

characteristics, and its spatiotemporal profile can be
arbitrarily tailored by designing the corresponding spa-
tiotemporal multiplexing hologram. The experimental
configurations utilized in our work are based on the
integration of a 2D ultrafast pulse shaper and spatio-
temporal multiplexing technique, as depicted in Fig. 2c.
In the experiment, the hologram mask displayed on a
reflective phase-only spatial light modulator is inserted in
the intermediate confocal plane of a 4f ultrafast pulse
shaper. With the help of a grating and a cylindrical lens,
the spatial-spectral distribution of an incident pulse can
be readily tailored by this mask. In our setup, the tem-
poral FT was achieved via a grating and a cylindrical lens,
the spatial FT was achieved via free-propagation after the
pulse shaper (around 1.2 m). Since all comb teeth within
a burst are spatiotemporally coherent, we can use a
dechirped reference beam to interrogate their 3D spa-
tiotemporal morphology (see Supplementary Note 1 for
the detailed experiment principle). The intraburst repe-
tition rate and order inside the synthesized spatio-
temporal vortex burst are determined by the intraburst
phase slips. In addition to imparting the T-OAM con-
tent, a group delay dispersion phase is added to chirp the
pulse for balancing spatial diffraction and temporal dis-
persion, which is essential to produce a high mode purity
spatiotemporal vortex burst (Supplementary Note 2).
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spatiotemporal coupling properties at variable temporal
locations. The generated spatiotemporal vortex bursts
consist of tailored spatiotemporal vortex wavepackets,
exhibiting temporally varied T-OAMs at picosecond
timescale. Our scheme achieves temporal variation with
self-defined arrangements on both the radial and azi-
muthal quantum numbers of STLG wavepackets. Our
results enhance the ability to precisely control ultrashort
pulses in both time and space simultaneously. The
methodology demonstrated here could be further devel-
oped to tailor more sophisticated spatiotemporal struc-
ture wavepackets with tunable dynamic properties41,51

(Supplementary Note 11). The preparation of spatio-
temporal vortex bursts is of great importance for revealing
T-OAM-matter interactions in physicochemical pro-
cesses, space-time photonic topologies, multiplexed
optical communications and ultrafast events probing, etc.
The pulse burst with time-varying tailored spatiotemporal
properties enables the potential to realize higher-

dimensional topological quasiparticles52. Although the
bulky elements with a limited resolution in our demon-
strations hamper the number of pulses per burst (Sup-
plementary Note 12), employing advanced metasurface
devices could further significantly enhance modulation
efficiency, enable ultra-high resolution and ultra-high
bandwidth for spatiotemporal light control53,54.
In our study, the STOV comb teeth within the pulse

burst are isolated and spatiotemporally separated, mean-
ing they are orthogonal to each other in both spatial and
temporal coordinates. As a result, in nonlinear interac-
tions, the pulses act individually in various nonlinear
processes, such as sum-frequency generation, difference-
frequency generation and second- or high-order harmo-
nic generation24–26,55. The STOV comb, which carries
identical central frequencies, might enable precise syn-
chronization of interacting comb teeth, optimizing the
efficiency of nonlinear processes. Moreover, individual
pulse within the ultrafast burst carries customized space-
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spatiotemporal coupling properties at variable temporal
locations. The generated spatiotemporal vortex bursts
consist of tailored spatiotemporal vortex wavepackets,
exhibiting temporally varied T-OAMs at picosecond
timescale. Our scheme achieves temporal variation with
self-defined arrangements on both the radial and azi-
muthal quantum numbers of STLG wavepackets. Our
results enhance the ability to precisely control ultrashort
pulses in both time and space simultaneously. The
methodology demonstrated here could be further devel-
oped to tailor more sophisticated spatiotemporal struc-
ture wavepackets with tunable dynamic properties41,51

(Supplementary Note 11). The preparation of spatio-
temporal vortex bursts is of great importance for revealing
T-OAM-matter interactions in physicochemical pro-
cesses, space-time photonic topologies, multiplexed
optical communications and ultrafast events probing, etc.
The pulse burst with time-varying tailored spatiotemporal
properties enables the potential to realize higher-

dimensional topological quasiparticles52. Although the
bulky elements with a limited resolution in our demon-
strations hamper the number of pulses per burst (Sup-
plementary Note 12), employing advanced metasurface
devices could further significantly enhance modulation
efficiency, enable ultra-high resolution and ultra-high
bandwidth for spatiotemporal light control53,54.
In our study, the STOV comb teeth within the pulse

burst are isolated and spatiotemporally separated, mean-
ing they are orthogonal to each other in both spatial and
temporal coordinates. As a result, in nonlinear interac-
tions, the pulses act individually in various nonlinear
processes, such as sum-frequency generation, difference-
frequency generation and second- or high-order harmo-
nic generation24–26,55. The STOV comb, which carries
identical central frequencies, might enable precise syn-
chronization of interacting comb teeth, optimizing the
efficiency of nonlinear processes. Moreover, individual
pulse within the ultrafast burst carries customized space-
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S3), where rnorm ¼
ffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffi
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domain as

E tð Þ ¼
XN
n¼1

En t � nΔτð Þ ð2Þ

where Δτ being the intraburst temporal pitch. In our
analysis, assuming all sub pulses are identical in amplitude,
i.e., En ¼ Ep for n ¼ 1; 2; ¼ ;N. The spectral representa-
tion of Eq. (2) is expressed in the frequency domain as

eE ωð Þ ¼
XN
n¼1

eEn ωð Þ exp inΔτωð Þ ð3Þ

¼ eEp ωð Þ � 1þ e�iNΔτω

1þ e�iΔτω
ð4Þ

Equations (3) and (4) give the spectral representations
of conventional pulse bursts. The last term in Eq. (4)
shows the spectral interference factor as displayed in Fig.
1c, for N= 1, Eq. (4) reduces to a single pulse spectrum.
We plot the formation of spectral modes of single pulse,
N= 4 Gaussian pulse bursts with/without chirps in the
Supplementary Note 10.

Spatiotemporal wavepackets bursts and spatiotemporal
multiplexing holography
To assign specific spatiotemporal coupling wavepackets

to the comb teeth of a pulse burst, from Eq. (3), the
equivalent spatial-spectral representation of a spatio-
temporal vortex burst can be expressed as

E ξ;Ωð Þ ¼
X
p;l

cp;lLG
l
pðξ;ΩÞ exp ðiΩ=f p;lÞ ð5Þ

where Ω ¼ ω� ω0 is the reduced angular frequency and
LGl

pðξ;ΩÞ denotes Laguerre-Gaussian modes with the
dual DoFs of the radial index p and azimuthal index ℓ

35.
cp;l can be identical or different and determines the
weights of each comb teeth and all comb teeth carry the
identical frequency Ω ¼ ω� ω0. The last term
exp ðiΩ=f p;lÞ denotes the intraburst phase slip, which
determinates the intraburst repetition rates. Note that
such 2D spatial-spectral representation contains ampli-
tude and phase information. As such, neglecting either the
amplitude or the phase information results in strong
crosstalks between each mode. Specifically, we adopt the
following phase-only hologram to implement a complex-
amplitude modulation35,61:

ψSLM ξ;Ωð Þ ¼ mod ψE þ πsinc�1 Ej j þ gξsinc�1½1� Ej j� þ βΩ2; 2π
� �

ð6Þ
where ψE stands for the phase of E ξ;Ωð Þ and g denotes
the frequency of a linear phase ramp, the depth of which

is contingent upon the modulus of E ξ;Ωð Þ. The coherent
superposition of LG modes of Eq. (5) generates a
spatiotemporal multiplexing hologram [Eq. (6)], each
mode carrying its own spatiotemporal features is, in
principle, distinguishable from the others in the time
domain. As such, after a space-time Fourier transforma-
tion, the resultant field demultiplexed along time dimen-
sion forming a pulse burst of spatiotemporal vortex pulses
(see Supplementary Note 1):

E rx�τ; θx�τð Þ ¼
X
p;l

cp;lLG
l
pðrp;l; θp;lÞ ð7Þ

where rp;l ¼
ffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffi
ðτ � tp;lÞ2 þ β2x2

q
, θp;l ¼ tan�1½βx=ðτ �

tp;lÞ� and tp;l ¼ 1=f p;l. A spatiotemporal vortex burst
consisting of isolated LG orthogonal basis is a solution to
the scalar wave equation, which performs self-similar
evolutions and remains pure vortex modes under
dispersion matching conidiation to avoid intermodal
crosstalks35.
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time coupling properties, making them potential drivers
for novel electron acceleration and radiation sour-
ces9,56,57. Additionally, the high repetition rate and tai-
lored spatiotemporal characteristics of these pulse bursts
provide a new time-dependent DoF, enabling promising
applications in micromachining1,2, nonlinear spectro-
scopy3,58 and laser wakefield acceleration4,59,60. On the
other hand, the STOV pulse bursts are spatiotemporally
structured polychromatic fields, their propagation is
governed by the interplay between spatial diffraction and
temporal dispersion7. The electromagnetic energy flux
associated with the full field envelope Ψ ¼ Ψj jeiφ is given
by J ¼ k�1

0 Ψj j2 ∇?φ� k0β2
∂φ
∂τ~τ

� �
(Supplementary Note

5). It follows that when k0β2 ¼ �1, spatial diffraction and
temporal dispersion are balanced, and the burst, com-
posed of a set of STLG wavepackets, becomes a linear
superposition of eigenmodes to wave equation35. This
balance allows STOV pulses to hold their structure over

long propagation distances. If the pulse burst propagates
through air or dispersive medium without a matched
group velocity dispersion (i.e., k0β2≠�1), it will undergo a
mode distortion21,24.

Materials and methods
Optical pulse burst and its spectral characteristics
Let’s start with a conventional 1D pulse burst char-

acterized by invariant temporal separation, consistent
across all pulses8,9. Neglecting spatial effects and using the
slowly varying envelope approximation, an optical burst
comprising N pulses with electric fields can be described
as follows:

En tð Þ ¼ cnðtÞ exp½iϕn tð Þ� ð1Þ

where cnðtÞ and ϕn tð Þ is the amplitude and phase of the
nth envelop. The pulse burst is defined in the time
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Fig. 5 Burst of spatiotemporal vortex pulses with defined time-varying quantum numbers on both radial and azimuthal indices.
a Measured iso-intensity profile of this spatiotemporal vortex bursts, exhibiting a train of time-varying STLG wavepackets with variable p and ℓ. The
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Liu et al. Light: Science & Applications ���������(2025)�14:361� Page 7 of 9



Light Sci Appl | 2025 | Vol 14 | Issue 11 |  3763 LSA

domain as

E tð Þ ¼
XN
n¼1

En t � nΔτð Þ ð2Þ

where Δτ being the intraburst temporal pitch. In our
analysis, assuming all sub pulses are identical in amplitude,
i.e., En ¼ Ep for n ¼ 1; 2; ¼ ;N. The spectral representa-
tion of Eq. (2) is expressed in the frequency domain as

eE ωð Þ ¼
XN
n¼1

eEn ωð Þ exp inΔτωð Þ ð3Þ

¼ eEp ωð Þ � 1þ e�iNΔτω

1þ e�iΔτω
ð4Þ

Equations (3) and (4) give the spectral representations
of conventional pulse bursts. The last term in Eq. (4)
shows the spectral interference factor as displayed in Fig.
1c, for N= 1, Eq. (4) reduces to a single pulse spectrum.
We plot the formation of spectral modes of single pulse,
N= 4 Gaussian pulse bursts with/without chirps in the
Supplementary Note 10.

Spatiotemporal wavepackets bursts and spatiotemporal
multiplexing holography
To assign specific spatiotemporal coupling wavepackets

to the comb teeth of a pulse burst, from Eq. (3), the
equivalent spatial-spectral representation of a spatio-
temporal vortex burst can be expressed as

E ξ;Ωð Þ ¼
X
p;l

cp;lLG
l
pðξ;ΩÞ exp ðiΩ=f p;lÞ ð5Þ

where Ω ¼ ω� ω0 is the reduced angular frequency and
LGl

pðξ;ΩÞ denotes Laguerre-Gaussian modes with the
dual DoFs of the radial index p and azimuthal index ℓ

35.
cp;l can be identical or different and determines the
weights of each comb teeth and all comb teeth carry the
identical frequency Ω ¼ ω� ω0. The last term
exp ðiΩ=f p;lÞ denotes the intraburst phase slip, which
determinates the intraburst repetition rates. Note that
such 2D spatial-spectral representation contains ampli-
tude and phase information. As such, neglecting either the
amplitude or the phase information results in strong
crosstalks between each mode. Specifically, we adopt the
following phase-only hologram to implement a complex-
amplitude modulation35,61:

ψSLM ξ;Ωð Þ ¼ mod ψE þ πsinc�1 Ej j þ gξsinc�1½1� Ej j� þ βΩ2; 2π
� �

ð6Þ
where ψE stands for the phase of E ξ;Ωð Þ and g denotes
the frequency of a linear phase ramp, the depth of which

is contingent upon the modulus of E ξ;Ωð Þ. The coherent
superposition of LG modes of Eq. (5) generates a
spatiotemporal multiplexing hologram [Eq. (6)], each
mode carrying its own spatiotemporal features is, in
principle, distinguishable from the others in the time
domain. As such, after a space-time Fourier transforma-
tion, the resultant field demultiplexed along time dimen-
sion forming a pulse burst of spatiotemporal vortex pulses
(see Supplementary Note 1):

E rx�τ; θx�τð Þ ¼
X
p;l

cp;lLG
l
pðrp;l; θp;lÞ ð7Þ

where rp;l ¼
ffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffi
ðτ � tp;lÞ2 þ β2x2

q
, θp;l ¼ tan�1½βx=ðτ �

tp;lÞ� and tp;l ¼ 1=f p;l. A spatiotemporal vortex burst
consisting of isolated LG orthogonal basis is a solution to
the scalar wave equation, which performs self-similar
evolutions and remains pure vortex modes under
dispersion matching conidiation to avoid intermodal
crosstalks35.
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time coupling properties, making them potential drivers
for novel electron acceleration and radiation sour-
ces9,56,57. Additionally, the high repetition rate and tai-
lored spatiotemporal characteristics of these pulse bursts
provide a new time-dependent DoF, enabling promising
applications in micromachining1,2, nonlinear spectro-
scopy3,58 and laser wakefield acceleration4,59,60. On the
other hand, the STOV pulse bursts are spatiotemporally
structured polychromatic fields, their propagation is
governed by the interplay between spatial diffraction and
temporal dispersion7. The electromagnetic energy flux
associated with the full field envelope Ψ ¼ Ψj jeiφ is given
by J ¼ k�1

0 Ψj j2 ∇?φ� k0β2
∂φ
∂τ~τ

� �
(Supplementary Note

5). It follows that when k0β2 ¼ �1, spatial diffraction and
temporal dispersion are balanced, and the burst, com-
posed of a set of STLG wavepackets, becomes a linear
superposition of eigenmodes to wave equation35. This
balance allows STOV pulses to hold their structure over

long propagation distances. If the pulse burst propagates
through air or dispersive medium without a matched
group velocity dispersion (i.e., k0β2≠�1), it will undergo a
mode distortion21,24.

Materials and methods
Optical pulse burst and its spectral characteristics
Let’s start with a conventional 1D pulse burst char-

acterized by invariant temporal separation, consistent
across all pulses8,9. Neglecting spatial effects and using the
slowly varying envelope approximation, an optical burst
comprising N pulses with electric fields can be described
as follows:

En tð Þ ¼ cnðtÞ exp½iϕn tð Þ� ð1Þ

where cnðtÞ and ϕn tð Þ is the amplitude and phase of the
nth envelop. The pulse burst is defined in the time
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Fig. 5 Burst of spatiotemporal vortex pulses with defined time-varying quantum numbers on both radial and azimuthal indices.
a Measured iso-intensity profile of this spatiotemporal vortex bursts, exhibiting a train of time-varying STLG wavepackets with variable p and ℓ. The
temporal separation is 4 ps. The isovalue is set to 5% of peak intensity. b Retrieved phase distribution in the meridional plane, showing time-varying
spatiotemporal phase singularities and edge dislocations. c Modal weight analysis of each comb teeth at specific times within the burst, the power
distributing at the desired radial (p) and azimuthal (l) index is 82.5%, 51.34%, and 84.4%, respectively
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Image scanning microscopy based on multifocal
metalens for sub-diffraction-limited imaging of
brain organoids
Yongjae Jo 1, Hyemi Park1,2, Seho Lee1,2, Hyeyoung Yoon2,3, Taehoon Lee4, Gyusoo Bak 5, Hanjun Cho1,
Jong-Chan Park1,5 and Inki Kim 1,2,5✉

Abstract
Image scanning microscopy (ISM) is a promising imaging technique that offers sub-diffraction-limited resolution and
optical sectioning. Theoretically, ISM can improve the optical resolution by a factor of two through pixel reassignment
and deconvolution. Multifocal array illumination and scanning have been widely adopted to implement ISM because
of their simplicity. Conventionally, digital micromirror devices (DMDs)1 and microlens arrays (MLAs)2,3 have been used
to generate dense and uniform multifocal arrays for ISM, which are critical for achieving fast imaging and high-quality
ISM reconstruction. However, these approaches have limitations in terms of cost, numerical aperture (NA), pitch, and
uniformity, making it challenging to create dense and high-quality multifocal arrays at high NA. To overcome these
limitations, we introduced a novel multifocal metalens design strategy called the hybrid multiplexing method, which
combines two conventional multiplexing approaches: phase addition and random multiplexing. Through numerical
simulations, we demonstrate that the proposed method generates more uniform and denser multifocal arrays than
conventional methods, even at small pitches. As a proof of concept, we fabricated a multifocal metalens generating
40 × 40 array of foci with a 3 μm pitch and NA of 0.7 operating at a wavelength of 488 nm and then constructed the
multifocal metalens-based ISM (MMISM). We demonstrated that MMISM successfully resolved sub-diffraction-limited
features in imaging of microbead samples and forebrain organoid sections. The results showed that MMISM imaging
achieved twice the diffraction-limited resolution and revealed clearer structural features of neurons compared to wide-
field images. We anticipate that our novel design strategy can be widely applied to produce multifunctional optical
elements and replace conventional optical elements in specialized applications.

Introduction
Image scanning microscopy (ISM) is a super-resolution

imaging technique that doubles resolution through pixel
reassignment and deconvolution2–8. Theoretically, con-
focal detection enhances the optical resolution, which
improves with smaller pinhole9. However, reducing the
pinhole size decreases the light collection, leading to a
lower signal-to-noise ratio (SNR)10. ISM is an alternative
technique that provides enhanced resolution and an

optical sectioning effect without significant SNR loss by
adopting an array detector where each pixel functions as a
tiny confocal pinhole. ISM has evolved into a promising
technique offering practical resolution improvements and
compatibility with other imaging techniques. Among the
various implementations1,2,4,11,12, the scanning of multi-
focal arrays is the most common approach (Fig. 1a). In
practice, the creation of a highly dense and uniform
multifocal array is crucial for achieving high-speed ISMs
with a large field-of-view (FOV). Conventionally, digital
micromirror devices (DMDs) and microlens arrays
(MLAs) have been used to generate multifocal arrays.
However, DMDs are not cost-efficient and require com-
plicated alignments, making it difficult to construct
and maintain the setup. Although MLAs are relatively
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