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has been reported by Channel News Asia, Channel U,
Channel 8, Channel 5, Zhaobao, in four different languages.
He has also cultivated many distinguished students, some of
them are founders of high-tech companies such as Raintree
Photonics and JPT Optoelectronics.
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From Dyakonov-Cherenkov radiation to Dyakonov
surface optics
Mikhail Dyakonov1✉

Cherenkov radiation by swift charged particles in a
dielectric medium has been used for a long time as an
effective means for particle detection and measurements of
their energy1–5. Now a team led by Prof. Yu Luo from
Singapore considers a situation when the particle emits
surface electromagnetic waves at the interface between an
isotropic and a uniaxial-birefringent medium (Dyakonov
surface waves6). The resulting Dyakonov-Cherenkov radia-
tion is shown to be highly sensitive to both the value and the
direction of the particle velocity7. In particular, it is shown
that close to the Cherenkov threshold, the radiation intensity
can be several orders of magnitude greater than that in
traditional Cherenkov detectors. These new features allow to
determine simultaneously the magnitude and direction of
particle velocities on a compact platform (Fig. 1).

On the one hand, this work shows how promising
Dyakonov surface waves can be for designing high-
sensitivity Cherenkov detectors on-chip; on the other
hand, this work proves that the delocalized nature of
free charged particles can provide an efficient approach
to excite Dyakonov surface waves, opening the door to
transplant useful applications of surface plasmon optics
to Dyakonov surface optics. In particular, Dyakonov
surface waves can be excited in an all-dielectric plat-
form, and hence, they generally have longer propaga-
tion lengths than the well known surface plasmons,
even at low frequencies. This advantage makes Dyako-
nov surface waves an alternative platform for future on-
chip communications at microwave and millimeter-
wave frequencies8.
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Fig. 1 Surface Dyakonov-Cherenkov radiation. a Schematics of surface Dyakonov-Cherenkov radiation. A swift charged particle moving in a
structure made of semi-infinite isotropic and birefringent material excites Dyakonov surface waves, leading to surface Dyakonov-Cherenkov radiation.
b Radiation pattern of surface Dyakonov-Cherenkov radiation. (Reproduced with permission from ref. 7 Copyright 2021, Nature Publishing Group.)
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Correlate light–matter interactions in different
spectral regimes
Qiaoqiang Gan1,2✉

Abstract
Using mid-infrared plasmons to trigger visible surface enhanced Raman spectroscopy signals within a nanocavity
represents new opportunities for fundamental investigation of light–matter interaction within quantum regimes,
requiring improved sensing capabilities enabled by well-designed nano/microstructures and characterization systems.

The unprecedented ability of light concentration
within metallic nanostructures has attracted significant
research interests in recent years1. Using a variety of
nanoantenna structures, the incident optical field can be
concentrated into deep subwavelength volumes and
realize significant localized-field enhancement (so called
“hot spots”)2, which is promising to develop enhanced
nonlinear optics3, surface photoctalysis4,5 and surface
enhanced spectroscopic sensing technologies6,7. It is
generally believed that smaller gaps between metallic
nanopatterns will result in stronger localized field
enhancment due to optically driven free electrons cou-
pled within the gap. However, due to the diffraction
limit of classic optics, it is a grand challenge to couple
and confine the light into these deep subwavelength
volumes. Therefore, the capability to manipulate light
within these extremely deep subwavelength scales is
promising to introduce revolutionary advances in
light–matter interaction and pave the way towards light
manipulation within extremely small and even quantum
regimes8.
In a recent issue published in 2021, Wang and Tian

et al. overviewed the latest research progress from nano/
micro-photonic structures to macro-optical deisngs, and
explained their implimentations in surface enhanced

Raman spectroscopy (SERS) and infrared absorption
spectrocopy technologies9. Absorption peaks in infrared
absorption spectroscopy generally correspond to Raman
peaks in SERS spectra. These two technologies are usually
considered as complementary technologies that can pro-
duce more sensitive capabilities when performed simul-
taneously. However, since the vibrational absorption
signal of surface enhanced infrared absorption spectro-
scopy is proportional to |E/E0|

2 in contrast to |E/E0|
4 in

SERS, light trapping and localization structures for both
infrared wavelengths and visible to near infrared wave-
lengths are highly desired10–12. In addition to the devel-
opment of better light localization nano/micro-structures,
another key insight is that it is essential to combine
engineered nano/micro-structures with optimized macro-
optical systems to boost the overall sensing capability. In
particular, a well-designed system may introduce new
capabilities to further manipulate the optical field within
the tiny volume, which was not possible before. For
instance, an earlier example employed two atomic-force
microscope tips with metal particles to manipulate the
tip-tip distance accurately13. By characterizing the optical
scattering spectrum and current simultaneously, a quan-
tum scale limit of 0.3 nm was revealed at which tunneling
plasmonics start to dominate, representing the upper limit
for localized plasmonic enhancement. With smaller gaps,
this enhancement will decrease due to the emergence of
quantum-tunneling charge-transfer plasmons, uncovering
new areas for quantum plasmonics8,14 and extreme non-
linear interactions3 within nanometer scales.
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