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Three-dimensional Weyl topology in
one-dimensional photonic structures
Kosmas L. Tsakmakidis 1✉ and Tomasz P. Stefański2

Abstract
Topological features, in particular distinct band intersections known as nodal rings, usually requiring three-dimensional
structures, have now been demonstrated experimentally in an elegantly simple one-dimensional photonic crystal.

One of the most fascinating advances in modern optics
and photonics has been the emergence and development
—during approximately the past decade1—of ‘topological’
structures, where the presence or not of surface waves
depends on the precise energy-momentum structure of
bulk bands, thereby allowing for robust propagation of the
surface states, largely immune to defects, fabrication
imprecisions, disorder and roughness1. Particular atten-
tion has been directed towards, so called, Weyl points2—
single-point band-degeneracies with a linear dispersion in
three-dimensional momentum space—and ‘nodal lines’
formed at the intersections of energy bands3. The reasons
are, first, because of their inherent interest from a
topological-classification point of view, and second
because Weyl points are stable to perturbations when one
of the inversion (P) or time-reversal (T) symmetries is
broken. Nodal lines, on the other hand, feature unique
two-dimensional surface waves, known as drumhead edge
states, and exhibit unusual non-Abelian band topology.
Moreover, being one dimension higher than Weyl points,
these line loops in the momentum space (see Fig. 1a) can
exhibit a variety of shapes, e.g., nodal knots or Hopf links,
as well as nodal chains for multiple nodal lines4.
Despite these ongoing exciting theoretical develop-

ments and understandings, the fabrication of the

underlying photonic structures has typically been chal-
lenging, hindering their large-scale usage and exploitation
for practical devices. For instance, so far, these three-
dimensional (3D) structures involved special double
gyroids constructions or other intricate 3D photonic or
phononic crystals, which, while suitable for fundamental
and proof-of-concept studies, are not fitting for many
real-world applications—particularly at visible wave-
lengths and for integrated nano-photonic functions. Now,
writing on p. 134 of the 11th issue of Light: Science &
Applications, Wei-Min Deng and Jian-Wen Dong along
with colleagues, report5 the conception and experimental
demonstration of ideal (exactly circular) nodal rings in
simple, one-dimensional photonic crystals in the visible
regime, alleviating a significant obstacle in the potential
wider deployment of Weyl topological features in optoe-
lectronic devices.
The starting point in the authors’ analysis is a plain 1D

photonic crystal, with a unit cell made of only two
dielectrics layered in the z direction (with a total height a),
and then being periodically repeated on the xy plane. The
Brillouin zone resulting from such a structure is that of a
slab constrained by two planes at kz=± π/a. Here, the
authors considered the in-plane wavevector-k compo-
nents (usually disregarded in the analyses of 1D struc-
tures), and noticed that with increasing ky the energy
bands of the structure split and start bending upwards
with different slopes—implying that they eventually cross
at some point (ky value). Crucially, since this is only a 1D
photonic crystal, the band diagram is symmetrical along
the kx and ky directions, thereby giving rise to a
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directly controlled by the user’s brainwaves. Both EBCM
and RMCM show good performances in EM wave mod-
ulation, providing a new route to intelligent metasurfaces.
In comparison with the state-of-the-art tuning methods,

the presented new control manner - mind control with
brainwaves - is more direct and effective, leading to a
promising approach for the service of disabled people.
Customized designs for different users will further
improve the accuracy of equipment in the future. Com-
bined with intelligent algorithms such as machine learn-
ing, the presented two works may further open up a new
direction to advanced bio-intelligent metasurface systems.
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Fig. 2 Schematic diagram of remotely mindcontrolled metasurfaces via brainwaves. To achieve remote control, brainwaves signals are
transmitted wirelessly from the user to the controller via Bluetooth. A brainwave extraction module is employed to extract the user’s attention
intensity signal, which is then used as the control signal of programmable metasurfaces. Reprinted with permission from Ref. 9, Copyright (2022)
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Passive radiant cooling without sacrificing the
aesthetics of objects
Przemysław Jacek Dereń 1✉

Abstract
Photonic-engineered passive radiative cooling built into decorative climate-controlled enclosures reduces the active
power consumption of the existing enclosure without sacrificing its aesthetics.

Faced with the rise in the Earth’s temperature and cli-
mate change making our planet hotter and with the
growing demand for energy for air conditioning, it is
necessary to limit ourselves and turn to solutions that
have been used for centuries to cool our homes, however,
by adding our modern knowledge of physics and materials
engineering.
Passive cooling has been known for hundreds of years.

By analyzing the structures of houses built in the Roman
Empire, we can see how the architecture helped people
survive heatwaves and live in a hot climate. The Sun
radiation was not allowed to enter the interior of the
house, placing it suitably along with the cardinal direc-
tions. White paints reflected of solar radiation up to 85%,
avoiding significant heating of the walls1. Appropriately
shaped roofs shielded the interior of the atrium, and the
pool at its center helped reduce the temperature inside
the house through evaporation.
In ancient times, in the Middle East, despite the lack of

knowledge on the physical basis of the phenomenon, the
wind lower the temperature inside the building by adia-
batic cooling, and passive radiative cooling found a
practical application. During cloudless nights in the dry
climate, passive radiative cooling was employed to pro-
duce ice2.
To understand the mechanism of such passive radiative

cooling, and then use it to lower the temperature inside
the house, it was necessary to determine the transmission

windows of the Earth’s atmosphere for electromagnetic
waves3, to describe the spectral density of electromagnetic
radiation emitted by a blackbody4, and to develop pho-
tonics for the preparation of interference filters or even
two-dimensional photonic crystals with the appropriate
emissivity5,6.
A blackbody with a temperature of 300–330 K radiates

its energy with a maximum in the transmission window of
the atmosphere in the range of 8–13 micrometers7,8. This
way, during cloudless nights, heat can be radiated directly
into Space which works as a huge heat sink. However, to
improve the efficiency of cooling, it was necessary to
“attach” a cooled surface to the Space by applying a high-
emissivity material in the atmospheric window. Already in
the mid-twentieth century, it was noticed that this prop-
erty of the atmosphere could allow passive radiative
cooling of an object even in sunny weather, assuming that
its surface is protected by a solar reflective layer and has
high emissivity properties within 8–13 µm9,10. Recently,
the practical application of passive cooling is presented in
the works of A.P. Raman et al.5. They achieved a cooling
efficiency of 40W/m2 from a surface directly illuminated
by sunlight whose power density exceeds 850W/m2.
The work of Zhu et al.11 recently published in Light:

Science & Applications has an important impact on pas-
sive radiative cooling research. However, the authors were
primarily interested in showing how passive cooling can
be integrated into existing active refrigeration systems.
They also point out that existing objects with cooled
interiors have their own finishes that have aesthetic
properties such as vehicle colors. Therefore, they decided
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rotationally symmetric series of ‘Weyl points’, that is, to a
circular loop formed by the intersection of two bands, also
known as an ideal gapless (no gap between the bands)
nodal ring. A tell-tale signature of the topological nature
of this ring is that it exhibits a ‘topological charge’ of
π—where by a topological charge one refers to a special
topological invariant; a conserved quantity (in the
absence of topological phase transitions) characterizing
the topological phase of the structure, making it robust
against structural perturbations. These topological invar-
iants are, thus, often called ‘topological charges’ similarly
to electric or magnetic charges of electric or magnetic
monopoles respectively. And the exhibited value of π for
such a charge, measured experimentally in Ref. 5 with
angle-resolved reflectometry (a standard technique),
unmistakably shows that we are indeed dealing with a
topological nodal ring (see Fig. 1b).
Further, the authors of Ref. 5 did not stop there but also

demonstrated the existence of unique surface states at the
boundary of two 1D photonic crystals with slightly dif-
ferent optogeometric parameters. Because each 1D pho-
tonic crystal is topological, one may predict, by studying
only its bulk properties (modes), that each one supports a
wave on its surface—thereby, merging the crystals toge-
ther, we expect two such edge states to exist at the crys-
tals’ common interface. This is indeed what the authors
observe in their measurements based again on angle-
resolved reflection spectra, where a dip in the attained
spectra is a direct indication of the excitation of a wave on
the structure. Two such dips are experimentally clearly
seen in the expected spectral region, thereby corroborat-
ing their theoretical predictions.
The simple route that Wei-Min Deng et al. provide for

attaining 3D topological properties in 1D periodic
structures is yet another example of ‘extreme’ light
behavior engineered in suitably designed photonic crystal
or metamaterial structures6, and may find a whole host of

applications, from on-chip optical isolators7 and topo-
logical lasing8 to slow and stopped light9, and from
nonlinear to quantum optics10—more generally, for
applications requiring strong light-matter interactions11.
But for now, the elegantly simple path that Ref. 5 iden-
tified for exploiting and harnessing 3D topological fea-
tures in 1D structures helps to remind one the well-
known excerpt that ‘all things are difficult before they
are easy.’
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Fig. 1 Topological Weyl nodal loops. a When two energy (or frequency) - momentum bands intersect, that is, when they are degenerate (same
energy but different mode profiles), they can form a closed loop at the points where they touch, also known as a nodal ring. b Angle-resolved
reflection spectra of one of the 1D photonic structures of Ref. 5, showing two upwards-curvy bands (highlighted with dashed blue lines) touching,
thereby forming a circular ring in the 3D energy-momentum space
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