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Abstract
Classification of an object behind a random and unknown scattering medium sets a challenging task for
computational imaging and machine vision fields. Recent deep learning-based approaches demonstrated the
classification of objects using diffuser-distorted patterns collected by an image sensor. These methods demand
relatively large-scale computing using deep neural networks running on digital computers. Here, we present an all-
optical processor to directly classify unknown objects through unknown, random phase diffusers using broadband
illumination detected with a single pixel. A set of transmissive diffractive layers, optimized using deep learning, forms a
physical network that all-optically maps the spatial information of an input object behind a random diffuser into the
power spectrum of the output light detected through a single pixel at the output plane of the diffractive network. We
numerically demonstrated the accuracy of this framework using broadband radiation to classify unknown handwritten
digits through random new diffusers, never used during the training phase, and achieved a blind testing accuracy of
87.74 ± 1.12%. We also experimentally validated our single-pixel broadband diffractive network by classifying
handwritten digits “0” and “1” through a random diffuser using terahertz waves and a 3D-printed diffractive network.
This single-pixel all-optical object classification system through random diffusers is based on passive diffractive layers
that process broadband input light and can operate at any part of the electromagnetic spectrum by simply scaling the
diffractive features proportional to the wavelength range of interest. These results have various potential applications
in, e.g., biomedical imaging, security, robotics, and autonomous driving.

Introduction
Imaging and recognizing objects through scattering

media have been challenging in many fields, including
biomedical imaging1,2, oceanography3,4, security5, robot-
ics6, and autonomous driving7,8, among others9. Numer-
ous computational solutions have been developed to
reconstruct an image distorted by a diffuser: deconvolu-
tion algorithms were used when the transmission matrix
of a diffuser can be premeasured as prior information10;

adaptive optics and wavefront shaping methods were used
with the help of guide-stars or reference objects11,12;
iterative algorithms were used to solve for the images of
the hidden objects utilizing the memory effect of a dif-
fuser13,14. Multispectral or time-gated imaging methods
were also used to bring additional degrees of freedom to
recover the hidden objects15,16, and similarly, deep neural
networks were used to learn the features of diffusers and
generalize to see through them17–22. Despite their success,
for each object to be imaged, all these methods require
access to large-scale computing provided by digital com-
puters for each blind inference event, which also hinders
the practical frame rate of these computational imaging
modalities. Furthermore, additional energy is consumed
on the downstream tasks such as object recognition and
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image classification. Partially motivated by the fact that
merging the two steps (image reconstruction and classi-
fication) could potentially reduce energy consumption
and computing time, deep learning-based digital solutions
to directly classify objects hidden behind scattering media
have also been demonstrated23–25, which predicted the
object class using speckle patterns as inputs without any
digital image reconstruction. Although deep learning-
based methods have the generalization capability to image
through unseen diffusers19–22, for the direct classification
of input objects distorted by random diffusers, existing
methods lack generalization to blind, new diffusers that
were never used in the training phase.
Recent works have presented an all-optical method to

image through unknown diffusers using diffractive deep
neural networks (D2NNs), enabling passive, computer-
free image reconstruction at the speed of light propaga-
tion through thin optical layers26,27. Diffractive networks
form an all-optical machine learning platform that com-
putes a given task using light diffraction through succes-
sive transmissive layers28. Each diffractive layer typically
consists of tens of thousands of diffractive units (termed
“diffractive neurons”) that modulate the phase and/or
amplitude of the incident light. Deep learning tools, such
as error back-propagation, are used to optimize the
modulation values (e.g., transmission coefficients) of each
layer, mapping a complex-valued input field containing
the optical information of interest (to-be-processed) onto
a desired output field. Computing using diffractive net-
works possesses the benefits of high speed, parallelism,
and low power consumption: the computational task of

interest is completed while the incident light passes
through passive thin diffractive layers at the speed of light,
requiring no energy other than illumination. This fra-
mework’s success and capabilities were demonstrated
numerically and experimentally by achieving various
computational tasks, including object classification28–31,
hologram reconstruction32, quantitative phase imaging33,
privacy-preserving class-specific imaging34, logic opera-
tions35,36, universal linear transformations37, and polar-
ization processing38, among others39–48. Diffractive
networks can also process and shape the phase and
amplitude of broadband input spectra to perform various
tasks such as pulse shaping49, wavelength-division mul-
tiplexing50, and single-pixel image classification51.
Here, we demonstrate broadband diffractive networks

to directly classify unknown objects (e.g., MNIST hand-
written digits52) through unknown, random diffusers
using a single-pixel spectral detector (Fig. 1a). This
broadband diffractive architecture uses 20 discrete
wavelengths, mapping a diffuser-distorted complex opti-
cal field containing the spatial information of an input
object into a spectral signature detected through a single
pixel. A differential detection scheme was applied to the
single-pixel output spectrum by assigning the intensities
of 10 predetermined wavelengths as the positive scores
and the intensities of the remaining 10 predetermined
wavelengths as the negative scores, revealing the differ-
ential spectral class scores used for image classification
through a single-pixel (Fig. 1b). During each training
epoch, n different random phase diffusers with the same
correlation length were used to generate unique
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Fig. 1 A single-pixel broadband diffractive neural network classifies handwritten digits through unknown random diffusers. a The
schematic drawing of a broadband single-pixel diffractive network mapping the spatial information of an input handwritten digit behind an
unknown diffuser into the power spectrum at the output pixel aperture. b Differential spectral class score encoding scheme using 20 illumination
wavelengths. c Visualization of the level of image distortions through a random phase diffuser with a correlation length of ~25 λmax. The distortions
induced by the random diffuser are severe at all the utilized wavelengths between λmin and λmax
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Introduction
Imaging and recognizing objects through scattering

media have been challenging in many fields, including
biomedical imaging1,2, oceanography3,4, security5, robot-
ics6, and autonomous driving7,8, among others9. Numer-
ous computational solutions have been developed to
reconstruct an image distorted by a diffuser: deconvolu-
tion algorithms were used when the transmission matrix
of a diffuser can be premeasured as prior information10;

adaptive optics and wavefront shaping methods were used
with the help of guide-stars or reference objects11,12;
iterative algorithms were used to solve for the images of
the hidden objects utilizing the memory effect of a dif-
fuser13,14. Multispectral or time-gated imaging methods
were also used to bring additional degrees of freedom to
recover the hidden objects15,16, and similarly, deep neural
networks were used to learn the features of diffusers and
generalize to see through them17–22. Despite their success,
for each object to be imaged, all these methods require
access to large-scale computing provided by digital com-
puters for each blind inference event, which also hinders
the practical frame rate of these computational imaging
modalities. Furthermore, additional energy is consumed
on the downstream tasks such as object recognition and
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image classification. Partially motivated by the fact that
merging the two steps (image reconstruction and classi-
fication) could potentially reduce energy consumption
and computing time, deep learning-based digital solutions
to directly classify objects hidden behind scattering media
have also been demonstrated23–25, which predicted the
object class using speckle patterns as inputs without any
digital image reconstruction. Although deep learning-
based methods have the generalization capability to image
through unseen diffusers19–22, for the direct classification
of input objects distorted by random diffusers, existing
methods lack generalization to blind, new diffusers that
were never used in the training phase.
Recent works have presented an all-optical method to

image through unknown diffusers using diffractive deep
neural networks (D2NNs), enabling passive, computer-
free image reconstruction at the speed of light propaga-
tion through thin optical layers26,27. Diffractive networks
form an all-optical machine learning platform that com-
putes a given task using light diffraction through succes-
sive transmissive layers28. Each diffractive layer typically
consists of tens of thousands of diffractive units (termed
“diffractive neurons”) that modulate the phase and/or
amplitude of the incident light. Deep learning tools, such
as error back-propagation, are used to optimize the
modulation values (e.g., transmission coefficients) of each
layer, mapping a complex-valued input field containing
the optical information of interest (to-be-processed) onto
a desired output field. Computing using diffractive net-
works possesses the benefits of high speed, parallelism,
and low power consumption: the computational task of

interest is completed while the incident light passes
through passive thin diffractive layers at the speed of light,
requiring no energy other than illumination. This fra-
mework’s success and capabilities were demonstrated
numerically and experimentally by achieving various
computational tasks, including object classification28–31,
hologram reconstruction32, quantitative phase imaging33,
privacy-preserving class-specific imaging34, logic opera-
tions35,36, universal linear transformations37, and polar-
ization processing38, among others39–48. Diffractive
networks can also process and shape the phase and
amplitude of broadband input spectra to perform various
tasks such as pulse shaping49, wavelength-division mul-
tiplexing50, and single-pixel image classification51.
Here, we demonstrate broadband diffractive networks

to directly classify unknown objects (e.g., MNIST hand-
written digits52) through unknown, random diffusers
using a single-pixel spectral detector (Fig. 1a). This
broadband diffractive architecture uses 20 discrete
wavelengths, mapping a diffuser-distorted complex opti-
cal field containing the spatial information of an input
object into a spectral signature detected through a single
pixel. A differential detection scheme was applied to the
single-pixel output spectrum by assigning the intensities
of 10 predetermined wavelengths as the positive scores
and the intensities of the remaining 10 predetermined
wavelengths as the negative scores, revealing the differ-
ential spectral class scores used for image classification
through a single-pixel (Fig. 1b). During each training
epoch, n different random phase diffusers with the same
correlation length were used to generate unique
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Fig. 1 A single-pixel broadband diffractive neural network classifies handwritten digits through unknown random diffusers. a The
schematic drawing of a broadband single-pixel diffractive network mapping the spatial information of an input handwritten digit behind an
unknown diffuser into the power spectrum at the output pixel aperture. b Differential spectral class score encoding scheme using 20 illumination
wavelengths. c Visualization of the level of image distortions through a random phase diffuser with a correlation length of ~25 λmax. The distortions
induced by the random diffuser are severe at all the utilized wavelengths between λmin and λmax
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distortions to the input objects. A loss function that
penalized the classification accuracy through these ran-
dom diffusers was used to optimize the modulation values
on each diffractive layer. After being trained for 100
epochs, the single-pixel diffractive network successfully
generalized to directly classify unknown handwritten
digits completely hidden by unknown random phase dif-
fusers never seen before during the training. After this
one-time training, the resulting diffractive layers can be
physically fabricated to form a passive single-pixel net-
work that computes the desired classification task using
only the illumination light without a digital computer. In
our numerical simulations, this single-pixel broadband
diffractive network achieved a blind testing accuracy of
87.74 ± 1.12%, successfully classifying handwritten digits
through 80 randomly selected unknown phase diffusers,
each with a correlation length of ~25 λmax, where λmax is
the longest wavelength used in the illumination spectrum.
Furthermore, we experimentally demonstrated the cap-
ability of all-optical image classification through a random
diffuser using a terahertz time-domain spectroscopy
(THz-TDS) system and a 3D-printed diffractive network.
To the best of our knowledge, the presented work con-
stitutes the first demonstration of all-optical classification
of objects through random diffusers that generalizes to
unseen/new diffusers. The presented single-pixel dif-
fractive designs that generalized to classify objects

through unknown random diffusers can operate at any
part of the electromagnetic spectrum (without the need
for redesigning or retraining) by simply scaling the size of
the diffractive features with respect to the operational
wavelength range of interest.
Single-pixel all-optical diffractive image classification

through random new diffusers presents a time- and
energy-efficient solution for sensing and image classifi-
cation through scattering media, with numerous poten-
tial applications in different fields, such as surveillance
cameras, biomedical imaging, and autonomous driving.

Results
Design of a broadband single-pixel diffractive network to
classify handwritten digits through random unknown
diffusers
Broadband single-pixel diffractive networks were

designed to classify MNIST handwritten digits placed
behind unknown random diffusers using three successive
diffractive layers and 20 discrete illumination wavelengths
uniformly selected between λmin ¼ 0:6mm and λmax ¼
1:2mm. The spatial information of each handwritten digit
placed at the input plane was encoded into the amplitude
channel of all 20 wavelengths. A random phase diffuser
with a correlation length of ~25 λmax was placed 33 λmax

away from the input object along the optical axis to
create random distortions to the optical field (Fig. 2a).
The distances from the random diffuser to the first dif-
fractive layer and between two successive diffractive lay-
ers were set to be ~25 λmax. The level of image distortion
due to a random diffuser (with a correlation length of
~25 λmax) is visualized in Fig. 1c for λmin and λmax,
separately, as well as for all the 20 illumination wave-
lengths simultaneously on, shown for comparison. More
examples of input images distorted by ~25 λmax diffusers
can be found in Supplementary Fig. S1.
Each distorted optical field at a given wavelength was

forward propagated through three successive diffractive
layers, each composed of 200 × 200 diffractive neurons
that modulated the phase of the optical field at their
corresponding locations. The transmission modulation of
each neuron was determined by the dispersion of the
diffractive material and its physical height (see the
“Methods” section), which was optimized using deep
learning and error back-propagation28,30.
A single square pixel with a width of 3 λmax was placed

8.3 λmax away from the last diffractive layer, measuring the
intensity of all the 20 predetermined wavelengths. This
can be achieved sequentially by, e.g., wavelength scanning
or turning different sources on/off; alternatively, it can
run simultaneously by having a spectroscopic detector
behind the single-pixel aperture. The measured single-
pixel power spectrum s ¼ s0; s1; ¼ s19½ � for these 20
wavelengths was paired in groups of two to differentially
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Fig. 2 Training of a single-pixel broadband diffractive network.
a The physical design of the diffractive network. b During each
training epoch, n different random diffusers with the same correlation
length were used to generate unique distortions to the input objects;
N= 100n training random diffusers are used across 100 epochs.
Nt= 80 new random diffusers (never used in training) were used to
verify the network’s generalization performance after the training
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represent each spectral class score29,51. The first 10 spec-
tral measurements at the single-pixel detector
(s0, s1, …, s9) were virtually assigned to be the positive
signals (s0;þ, s1;þ, …, s9;þ), and the subsequent 10 spectral
measurements (s10, s11, …, s19) were virtually assigned to
be the negative signals (s0;�, s1;�, …, s9;�). Based on this,
the differential spectral class score Δsc for a given data
class c can be defined as:

Δsc ¼ 1
T � sc;þ�sc;�

sc;þþsc;� ð1Þ
where T is a fixed parameter set as 0.1. A max(.) operation
on Δsc infers the final classification decision for the input
object (see the “Methods” section for details).
The deep learning-based training process enables the

diffractive networks to classify input objects through
random unknown diffusers. Each training iteration starts
with randomly selecting B= 4 digits from the MNIST
training dataset (containing 50,000 handwritten digits)
to form a training batch. The optical fields of the objects
in each batch were independently propagated (at the 20
wavelengths of interest) to a phase-only random diffuser.
The distorted fields were further propagated, modulated
by three successive diffractive layers, and reached the
single-pixel detector at the output. A softmax cross-
entropy loss30 was calculated using the differential
spectral class scores (Δsc) and the ground truth class
labels to update the neurons’ height profiles through
error back-propagation, which concluded one training
batch. A training epoch finished when all the 50,000
training handwritten digits were used, i.e., after 12,500
batches. Within each epoch, n different random phase
diffusers were used to ensure generalization to classify
new test objects through unseen, new diffusers (Fig. 2b).
Therefore, the random diffuser in the forward model was
regularly updated after every ~12,500/n training batches
within each epoch. Each diffractive network was trained
for 100 epochs; during its training, each diffractive net-
work “saw” N= 100n different random diffusers (refer-
red to as known diffusers).
The trained single-pixel diffractive network is able to

blindly classify handwritten objects through not only the
diffusers used during the training (i.e., the known diffu-
sers) but also new, random phase diffusers that were never
seen by the network (see Fig. 3). To demonstrate this, we
repeated the same training and blind testing process five
times to report the average classification accuracy and
standard deviation values for each model. For example,
the diffractive network trained with n= 80 and N= 8000
different random diffusers achieved an average blind
testing accuracy of 91.98 ± 0.24% classifying handwritten
test digits through the same 80 known diffusers used in
the last training epoch; the same single-pixel broadband
diffractive network achieved an average blind testing
accuracy of 87.74 ± 1.12% classifying handwritten test

digits through Nt= 80 new random phase diffusers, never
used in the training phase. This reduction in the hand-
written digit classification accuracy of the diffractive
network through new random diffusers, compared to the
known diffusers used in the last epoch, indicates that
the network overfitted to, or “memorized,” the random
diffusers used in the last epoch. To shed more light on
this, we further divided the known random diffusers into
two categories: the memorized diffusers are the n random
diffusers used in the last epoch of the training (epoch
100), and the forgotten random diffusers are those used in
the training epochs 1–99 (except the last epoch). In terms
of the input object classification performance, the single-
pixel diffractive network treats the earlier training diffu-
sers the same as the new ones: the single-pixel broadband
diffractive network achieved a blind testing classification
accuracy of Accm = 91.98 ± 0.24% through 80 memorized
random diffusers used in epoch 100, Accf = 88.79 ± 0.23%
through 7920 forgotten diffusers used in epochs 1–99,
and Accnew = 87.74 ± 1.12% through 80 new random dif-
fusers never used in the training phase. In addition, the
classification accuracy of the same diffractive network
when the random diffusers were removed was calculated
to be Acc0 = 96.29 ± 0.35%.
From these analyses, we conclude that

Acc0>Accm>Accf � Accnew, which indicates that (1) the
single-pixel broadband diffractive network trained with
random phase diffusers can classify input objects more
accurately when there are no diffusers in the testing
phase, showing that it converged to a decent single-pixel
image classifier; (2) it partially memorized the random
diffusers of the last epoch and performed better all-optical
image classification through these memorized diffusers
compared to the forgotten diffusers of the previous
epochs; and (3) it performed at a similar level of classifi-
cation accuracy for new random phase diffusers when
compared to the forgotten diffusers since Accf � Accnew.
This brings more meaning to the term “forgotten diffuser”
as it is statistically equivalent to a new random diffuser
from the perspective of the broadband diffractive net-
work’s image classification performance. Figure 4 sup-
ports the same conclusions, reporting the confusion
matrices for diffractive single-pixel image classification
without a diffuser as well as through the memorized,
forgotten, and new random unknown diffusers.
The single-pixel broadband diffractive network’s gen-

eralization capability, or its resilience to random new
diffusers’ distortions, strongly correlates with the number
of diffusers used in its training. To better highlight this
feature, we further trained three additional single-pixel
diffractive networks with n= 10, 20, and 40 random dif-
fusers in each epoch (i.e., N= 1000, 2000, and 4000,
respectively), and the resulting Accm, Accf , Accnew, and
Acc0 values are compared in Fig. 5. With n= 10
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distortions to the input objects. A loss function that
penalized the classification accuracy through these ran-
dom diffusers was used to optimize the modulation values
on each diffractive layer. After being trained for 100
epochs, the single-pixel diffractive network successfully
generalized to directly classify unknown handwritten
digits completely hidden by unknown random phase dif-
fusers never seen before during the training. After this
one-time training, the resulting diffractive layers can be
physically fabricated to form a passive single-pixel net-
work that computes the desired classification task using
only the illumination light without a digital computer. In
our numerical simulations, this single-pixel broadband
diffractive network achieved a blind testing accuracy of
87.74 ± 1.12%, successfully classifying handwritten digits
through 80 randomly selected unknown phase diffusers,
each with a correlation length of ~25 λmax, where λmax is
the longest wavelength used in the illumination spectrum.
Furthermore, we experimentally demonstrated the cap-
ability of all-optical image classification through a random
diffuser using a terahertz time-domain spectroscopy
(THz-TDS) system and a 3D-printed diffractive network.
To the best of our knowledge, the presented work con-
stitutes the first demonstration of all-optical classification
of objects through random diffusers that generalizes to
unseen/new diffusers. The presented single-pixel dif-
fractive designs that generalized to classify objects

through unknown random diffusers can operate at any
part of the electromagnetic spectrum (without the need
for redesigning or retraining) by simply scaling the size of
the diffractive features with respect to the operational
wavelength range of interest.
Single-pixel all-optical diffractive image classification

through random new diffusers presents a time- and
energy-efficient solution for sensing and image classifi-
cation through scattering media, with numerous poten-
tial applications in different fields, such as surveillance
cameras, biomedical imaging, and autonomous driving.

Results
Design of a broadband single-pixel diffractive network to
classify handwritten digits through random unknown
diffusers
Broadband single-pixel diffractive networks were

designed to classify MNIST handwritten digits placed
behind unknown random diffusers using three successive
diffractive layers and 20 discrete illumination wavelengths
uniformly selected between λmin ¼ 0:6mm and λmax ¼
1:2mm. The spatial information of each handwritten digit
placed at the input plane was encoded into the amplitude
channel of all 20 wavelengths. A random phase diffuser
with a correlation length of ~25 λmax was placed 33 λmax

away from the input object along the optical axis to
create random distortions to the optical field (Fig. 2a).
The distances from the random diffuser to the first dif-
fractive layer and between two successive diffractive lay-
ers were set to be ~25 λmax. The level of image distortion
due to a random diffuser (with a correlation length of
~25 λmax) is visualized in Fig. 1c for λmin and λmax,
separately, as well as for all the 20 illumination wave-
lengths simultaneously on, shown for comparison. More
examples of input images distorted by ~25 λmax diffusers
can be found in Supplementary Fig. S1.
Each distorted optical field at a given wavelength was

forward propagated through three successive diffractive
layers, each composed of 200 × 200 diffractive neurons
that modulated the phase of the optical field at their
corresponding locations. The transmission modulation of
each neuron was determined by the dispersion of the
diffractive material and its physical height (see the
“Methods” section), which was optimized using deep
learning and error back-propagation28,30.
A single square pixel with a width of 3 λmax was placed

8.3 λmax away from the last diffractive layer, measuring the
intensity of all the 20 predetermined wavelengths. This
can be achieved sequentially by, e.g., wavelength scanning
or turning different sources on/off; alternatively, it can
run simultaneously by having a spectroscopic detector
behind the single-pixel aperture. The measured single-
pixel power spectrum s ¼ s0; s1; ¼ s19½ � for these 20
wavelengths was paired in groups of two to differentially
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represent each spectral class score29,51. The first 10 spec-
tral measurements at the single-pixel detector
(s0, s1, …, s9) were virtually assigned to be the positive
signals (s0;þ, s1;þ, …, s9;þ), and the subsequent 10 spectral
measurements (s10, s11, …, s19) were virtually assigned to
be the negative signals (s0;�, s1;�, …, s9;�). Based on this,
the differential spectral class score Δsc for a given data
class c can be defined as:

Δsc ¼ 1
T � sc;þ�sc;�

sc;þþsc;� ð1Þ
where T is a fixed parameter set as 0.1. A max(.) operation
on Δsc infers the final classification decision for the input
object (see the “Methods” section for details).
The deep learning-based training process enables the

diffractive networks to classify input objects through
random unknown diffusers. Each training iteration starts
with randomly selecting B= 4 digits from the MNIST
training dataset (containing 50,000 handwritten digits)
to form a training batch. The optical fields of the objects
in each batch were independently propagated (at the 20
wavelengths of interest) to a phase-only random diffuser.
The distorted fields were further propagated, modulated
by three successive diffractive layers, and reached the
single-pixel detector at the output. A softmax cross-
entropy loss30 was calculated using the differential
spectral class scores (Δsc) and the ground truth class
labels to update the neurons’ height profiles through
error back-propagation, which concluded one training
batch. A training epoch finished when all the 50,000
training handwritten digits were used, i.e., after 12,500
batches. Within each epoch, n different random phase
diffusers were used to ensure generalization to classify
new test objects through unseen, new diffusers (Fig. 2b).
Therefore, the random diffuser in the forward model was
regularly updated after every ~12,500/n training batches
within each epoch. Each diffractive network was trained
for 100 epochs; during its training, each diffractive net-
work “saw” N= 100n different random diffusers (refer-
red to as known diffusers).
The trained single-pixel diffractive network is able to

blindly classify handwritten objects through not only the
diffusers used during the training (i.e., the known diffu-
sers) but also new, random phase diffusers that were never
seen by the network (see Fig. 3). To demonstrate this, we
repeated the same training and blind testing process five
times to report the average classification accuracy and
standard deviation values for each model. For example,
the diffractive network trained with n= 80 and N= 8000
different random diffusers achieved an average blind
testing accuracy of 91.98 ± 0.24% classifying handwritten
test digits through the same 80 known diffusers used in
the last training epoch; the same single-pixel broadband
diffractive network achieved an average blind testing
accuracy of 87.74 ± 1.12% classifying handwritten test

digits through Nt= 80 new random phase diffusers, never
used in the training phase. This reduction in the hand-
written digit classification accuracy of the diffractive
network through new random diffusers, compared to the
known diffusers used in the last epoch, indicates that
the network overfitted to, or “memorized,” the random
diffusers used in the last epoch. To shed more light on
this, we further divided the known random diffusers into
two categories: the memorized diffusers are the n random
diffusers used in the last epoch of the training (epoch
100), and the forgotten random diffusers are those used in
the training epochs 1–99 (except the last epoch). In terms
of the input object classification performance, the single-
pixel diffractive network treats the earlier training diffu-
sers the same as the new ones: the single-pixel broadband
diffractive network achieved a blind testing classification
accuracy of Accm = 91.98 ± 0.24% through 80 memorized
random diffusers used in epoch 100, Accf = 88.79 ± 0.23%
through 7920 forgotten diffusers used in epochs 1–99,
and Accnew = 87.74 ± 1.12% through 80 new random dif-
fusers never used in the training phase. In addition, the
classification accuracy of the same diffractive network
when the random diffusers were removed was calculated
to be Acc0 = 96.29 ± 0.35%.
From these analyses, we conclude that

Acc0>Accm>Accf � Accnew, which indicates that (1) the
single-pixel broadband diffractive network trained with
random phase diffusers can classify input objects more
accurately when there are no diffusers in the testing
phase, showing that it converged to a decent single-pixel
image classifier; (2) it partially memorized the random
diffusers of the last epoch and performed better all-optical
image classification through these memorized diffusers
compared to the forgotten diffusers of the previous
epochs; and (3) it performed at a similar level of classifi-
cation accuracy for new random phase diffusers when
compared to the forgotten diffusers since Accf � Accnew.
This brings more meaning to the term “forgotten diffuser”
as it is statistically equivalent to a new random diffuser
from the perspective of the broadband diffractive net-
work’s image classification performance. Figure 4 sup-
ports the same conclusions, reporting the confusion
matrices for diffractive single-pixel image classification
without a diffuser as well as through the memorized,
forgotten, and new random unknown diffusers.
The single-pixel broadband diffractive network’s gen-

eralization capability, or its resilience to random new
diffusers’ distortions, strongly correlates with the number
of diffusers used in its training. To better highlight this
feature, we further trained three additional single-pixel
diffractive networks with n= 10, 20, and 40 random dif-
fusers in each epoch (i.e., N= 1000, 2000, and 4000,
respectively), and the resulting Accm, Accf , Accnew, and
Acc0 values are compared in Fig. 5. With n= 10
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(N= 1000), the diffractive network obtained a strong
memory for classification through diffusers, yielding
Accm = 93.89 ± 2.19%. However, the generalization cap-
ability was consequently limited, with Accnew =
78.17 ± 10.13%. An improved generalization over
unknown random diffusers can be obtained when the
network is trained with an increased number of diffusers
in each epoch. For example, Accnew values increased to
81.39 ± 9.03%, 85.67 ± 6.58%, and 87.74 ± 1.12% when
n= 20, 40, and 80, respectively. At the same time, the
capability to classify objects without diffusers remained
largely unchanged, with Acc0 being 96.62% for n= 10 and
96.29% for n= 80. These results indicate that the

diffractive network trained with a larger n learned the
image classification task through random new diffusers
better, converging to a state where more of the diffractive
features were utilized to accommodate for the existence of
a random phase diffuser for correct image classification
through a single-pixel output detector.

Image classification through random unknown diffusers
with different correlation lengths
To demonstrate the applicability of the presented fra-

mework under different levels of image distortion, we
further trained five new diffractive networks with different
correlation lengths, i.e., we used an Ltrain of 3.2 λmax,
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Fig. 3 Examples of blind testing results of the presented single-pixel broadband diffractive network. a Example results for classifying
handwritten digits through a new random diffuser using the single-pixel broadband diffractive network. b Comparison images for each test object of
(a), seen through the same random diffuser using a diffraction-limited lens at λmax illumination (0.8 NA). The spatial information of the input objects is
severely distorted, making them unrecognizable
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10.9 λmax, 15.1 λmax, 33.8 λmax, and 62.3 λmax. All these
single-pixel broadband diffractive networks were trained
following the same workflow as depicted in Fig. 2, only
changing the random phase diffusers to create different
levels of image distortions. Each one of the trained

diffractive networks was separately tested with Nt = 80
random unknown diffusers with Ltest = Ltrain (see Fig. 6).
Our results indicate that the single-pixel image classifi-
cation networks that were trained and tested with random
phase diffusers with larger correlation lengths achieved
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Fig. 4 Classification results of the single-pixel broadband diffractive network through different types of random diffusers. Confusion
matrices of the single-pixel broadband diffractive network trained with n= 80 (N= 8000) random diffusers classifying handwritten test digits
through a 80 memorized random diffusers used in the last training epoch, b 7920 forgotten random diffusers used in training epochs 1–99, and c 80
new random diffusers that were never used in the training of the diffractive network. d The confusion matrix of the same single-pixel broadband
diffractive network, classifying distortion-free objects with no diffusers present. Notice that Acc0>Accm>Accf and Accf � Accnew . Since Accf � Accnew ,
we conclude that the diffractive network “forgets” the random training diffusers used in epochs 1–99 and statistically treats them the same as a fresh
random diffuser never used during the training

Bai et al. Light: Science & Applications ����������(2023)�12:69� Page 6 of 15



Light Sci Appl | 2023 | Vol 12 | Issue 4 |  575 LSA

(N= 1000), the diffractive network obtained a strong
memory for classification through diffusers, yielding
Accm = 93.89 ± 2.19%. However, the generalization cap-
ability was consequently limited, with Accnew =
78.17 ± 10.13%. An improved generalization over
unknown random diffusers can be obtained when the
network is trained with an increased number of diffusers
in each epoch. For example, Accnew values increased to
81.39 ± 9.03%, 85.67 ± 6.58%, and 87.74 ± 1.12% when
n= 20, 40, and 80, respectively. At the same time, the
capability to classify objects without diffusers remained
largely unchanged, with Acc0 being 96.62% for n= 10 and
96.29% for n= 80. These results indicate that the

diffractive network trained with a larger n learned the
image classification task through random new diffusers
better, converging to a state where more of the diffractive
features were utilized to accommodate for the existence of
a random phase diffuser for correct image classification
through a single-pixel output detector.

Image classification through random unknown diffusers
with different correlation lengths
To demonstrate the applicability of the presented fra-

mework under different levels of image distortion, we
further trained five new diffractive networks with different
correlation lengths, i.e., we used an Ltrain of 3.2 λmax,
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Fig. 3 Examples of blind testing results of the presented single-pixel broadband diffractive network. a Example results for classifying
handwritten digits through a new random diffuser using the single-pixel broadband diffractive network. b Comparison images for each test object of
(a), seen through the same random diffuser using a diffraction-limited lens at λmax illumination (0.8 NA). The spatial information of the input objects is
severely distorted, making them unrecognizable
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10.9 λmax, 15.1 λmax, 33.8 λmax, and 62.3 λmax. All these
single-pixel broadband diffractive networks were trained
following the same workflow as depicted in Fig. 2, only
changing the random phase diffusers to create different
levels of image distortions. Each one of the trained

diffractive networks was separately tested with Nt = 80
random unknown diffusers with Ltest = Ltrain (see Fig. 6).
Our results indicate that the single-pixel image classifi-
cation networks that were trained and tested with random
phase diffusers with larger correlation lengths achieved
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Fig. 4 Classification results of the single-pixel broadband diffractive network through different types of random diffusers. Confusion
matrices of the single-pixel broadband diffractive network trained with n= 80 (N= 8000) random diffusers classifying handwritten test digits
through a 80 memorized random diffusers used in the last training epoch, b 7920 forgotten random diffusers used in training epochs 1–99, and c 80
new random diffusers that were never used in the training of the diffractive network. d The confusion matrix of the same single-pixel broadband
diffractive network, classifying distortion-free objects with no diffusers present. Notice that Acc0>Accm>Accf and Accf � Accnew . Since Accf � Accnew ,
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better classification accuracies, as shown in Fig. 6a. This
improvement is largely owing to the reduced distortion
generated by diffusers with a larger correlation length (see
Fig. 6b). For each one of the diffractive networks shown in
Fig. 6a, the image classification accuracies through ran-
dom diffusers once again confirmed that Accm>Accf and
Accf � Accnew, which were all lower than Acc0. In fact,
Acc0 was also lower than the classification accuracy of a
single-pixel broadband diffractive network that was
trained and tested without any diffusers, which scored a
blind testing accuracy of 98.43% in classifying distortion-
free handwritten digits (see the dashed line in Fig. 6a).
It is also worth noting that Acc0 experienced a relatively

steep increase with larger correlation lengths. For exam-
ple, the single-pixel broadband diffractive network
designed for classifying input objects through Ltrain = 3.2
λmax random diffusers achieved a blind testing accuracy of
Acc0 = 71.11%, which drastically improved to 92.71% for
Ltrain = 10.9 λmax and further increased to 97.67% for
Ltrain = 62.3λmax. This performance increase indicates that
the single-pixel broadband diffractive networks trained
with random phase diffusers present a trade-off between
their image distortion resilience and diffuser-free image
classification. To classify objects through random diffu-
sers with smaller correlation lengths, the diffractive net-
works, in general, use more of their information
processing capacity and degrees of freedom to mitigate

the stronger distortions introduced by these random dif-
fusers with finer grain size, intuitively resulting in a lim-
ited model capacity for the all-optical image classification
task, which points to a trade-off between the random
diffuser correlation length and the accuracy of the all-
optical image classification task. With an increased cor-
relation length, however, random diffusers create less
distortions to the input optical fields, giving the diffractive
networks more degrees of freedom to optimize their dif-
fractive neurons for enhancing their diffuser-free image
classification performance, i.e., Acc0. That is why, Acc0
increased to 97.67% and 92.71% from 71.11% when Ltrain
increased to 62.3 λmax and 10.9 λmax from 3.2 λmax,
respectively (Fig. 6a).
In addition to training and testing with the same type of

diffusers, i.e., Ltrain ¼ Ltest , we also tested our single-pixel
diffractive network trained with Ltrain ¼ 25:3λmax to
classify handwritten digits through Ltest = 3.2 λmax, 10.9
λmax, 15.1 λmax, 33.8 λmax, and 62.3 λmax random diffusers.
As shown in Supplementary Fig. S2, the classification
accuracy is reduced when Ltest < Ltrain and gradually
improves when Ltest > Ltrain, which is eventually upper-
bounded by Acc0 = 96.29%. In contrast, a single-pixel
diffractive network that was trained without any diffusers,
i.e., classifying undistorted handwritten digits, is unable to
reject the distortions of a random new diffuser, only
achieving Accnew = 33.48% (see Supplementary Fig. S3)
when there is a random diffuser presented during the
testing stage (Ltest ¼ 25:3λmax). These results further
strengthen our conclusions that the diffractive network
design converged to a single-pixel handwritten digit
classifier with resilience against distortions generated by
random unknown diffusers. It also confirms the trade-off
between the single-pixel diffractive network’s image dis-
tortion resilience and image classification performance/
accuracy.

Experimental demonstration of object classification
through an unknown diffuser using a broadband single-
pixel diffractive network
The presented broadband single-pixel classification

network was experimentally demonstrated using a THz-
TDS system with a 3D-printed diffractive layer and a
random new diffuser (Fig. 7a, b). As a proof-of-concept
model, we selected handwritten digits “0” and “1” from
the MNIST database as two classes to be all-optically
classified through random new diffusers. A single-pixel
diffractive network with a single diffractive layer, which
consists of 120 × 120 diffractive neurons with a neuron
size of 0.4 mm, was trained to classify the input objects
through randomly generated diffusers using two wave-
lengths λ0 ¼ 0.9 mm and λ1 ¼ 1.2 mm. The classification
result was decoded using a differential scheme as before,
based on the relative output power levels of these two
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each training epoch on the classification accuracy. Training with
an additional number of random diffusers in each epoch improved
the network’s generalization for classifying handwritten digits behind
unknown random diffusers using a single output pixel
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wavelengths measured using a single-pixel detector: the
input object is classified as “0” when the intensity of λ0 is
higher than λ1, and classified as “1” otherwise. The dif-
fractive network was trained with n= 80 and N= 4000
different random diffusers, each with a correlation length
of ~25 λ1. To accommodate the mechanical misalign-
ments during the system fabrication and assembly, we
deliberately introduced random displacements to the
diffractive layers to “vaccinate” the diffractive network
during the training process53 (see Fig. 7a and the
“Methods” section for details). The resulting diffractive
network with a single layer achieved an average blind
testing accuracy of 99.53%, classifying handwritten test
digits “0” and “1” through new/unseen random diffusers
that were never used in the training stage.
Next, we fabricated the converged diffractive layer using

a 3D printer and assembled the diffractive network, as
shown in Fig. 7b, c. We also randomly selected and 3D-
printed an unknown/new diffuser to experimentally test
the fabricated system (see Fig. 7c). The confusion matrix
of the numerical blind testing using this selected new
diffuser is shown in Fig. 7d. We also calculated the relative
energy levels of λ0 and λ1, as shown in Fig. 7d; these
results indicate that the single-pixel diffractive network
can classify these two digits with high confidence through
a random unknown diffuser. From the correctly classified

samples during the numerical blind testing, 16 MNIST
handwritten digits (eight “0” and eight “1”) were randomly
selected and 3D-printed to form the experimental test
objects. The confusion matrix and the energy distribution
of the experimental blind testing results using the selected
random diffuser are reported in Fig. 7d, where an
experimental classification accuracy of 100% was achieved
using the fabricated diffractive network to classify the
handwritten digits through an unknown new diffuser
using a single-pixel THz detector. A good match between
the numerically simulated and experimentally measured
output spectra and energy distribution can be seen in
Fig. 7d, e, which confirms the feasibility of our single-pixel
diffractive network in classifying input images all-optically
through an unknown random diffuser.

Discussion
Apart from the deep learning-based training strategies

we employed, two design features played important roles
in achieving high object-classification accuracies through
random, unknown diffusers: (1) the differential spectral
encoding scheme and (2) the use of broadband illumi-
nation. Optoelectronic detectors can only detect non-
negative optical intensity information, limiting the range
of realizable output values of a diffractive network.
The differential encoding scheme has been originally
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information of the input object is severely distorted in each case, making the object unrecognizable
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better classification accuracies, as shown in Fig. 6a. This
improvement is largely owing to the reduced distortion
generated by diffusers with a larger correlation length (see
Fig. 6b). For each one of the diffractive networks shown in
Fig. 6a, the image classification accuracies through ran-
dom diffusers once again confirmed that Accm>Accf and
Accf � Accnew, which were all lower than Acc0. In fact,
Acc0 was also lower than the classification accuracy of a
single-pixel broadband diffractive network that was
trained and tested without any diffusers, which scored a
blind testing accuracy of 98.43% in classifying distortion-
free handwritten digits (see the dashed line in Fig. 6a).
It is also worth noting that Acc0 experienced a relatively

steep increase with larger correlation lengths. For exam-
ple, the single-pixel broadband diffractive network
designed for classifying input objects through Ltrain = 3.2
λmax random diffusers achieved a blind testing accuracy of
Acc0 = 71.11%, which drastically improved to 92.71% for
Ltrain = 10.9 λmax and further increased to 97.67% for
Ltrain = 62.3λmax. This performance increase indicates that
the single-pixel broadband diffractive networks trained
with random phase diffusers present a trade-off between
their image distortion resilience and diffuser-free image
classification. To classify objects through random diffu-
sers with smaller correlation lengths, the diffractive net-
works, in general, use more of their information
processing capacity and degrees of freedom to mitigate

the stronger distortions introduced by these random dif-
fusers with finer grain size, intuitively resulting in a lim-
ited model capacity for the all-optical image classification
task, which points to a trade-off between the random
diffuser correlation length and the accuracy of the all-
optical image classification task. With an increased cor-
relation length, however, random diffusers create less
distortions to the input optical fields, giving the diffractive
networks more degrees of freedom to optimize their dif-
fractive neurons for enhancing their diffuser-free image
classification performance, i.e., Acc0. That is why, Acc0
increased to 97.67% and 92.71% from 71.11% when Ltrain
increased to 62.3 λmax and 10.9 λmax from 3.2 λmax,
respectively (Fig. 6a).
In addition to training and testing with the same type of

diffusers, i.e., Ltrain ¼ Ltest , we also tested our single-pixel
diffractive network trained with Ltrain ¼ 25:3λmax to
classify handwritten digits through Ltest = 3.2 λmax, 10.9
λmax, 15.1 λmax, 33.8 λmax, and 62.3 λmax random diffusers.
As shown in Supplementary Fig. S2, the classification
accuracy is reduced when Ltest < Ltrain and gradually
improves when Ltest > Ltrain, which is eventually upper-
bounded by Acc0 = 96.29%. In contrast, a single-pixel
diffractive network that was trained without any diffusers,
i.e., classifying undistorted handwritten digits, is unable to
reject the distortions of a random new diffuser, only
achieving Accnew = 33.48% (see Supplementary Fig. S3)
when there is a random diffuser presented during the
testing stage (Ltest ¼ 25:3λmax). These results further
strengthen our conclusions that the diffractive network
design converged to a single-pixel handwritten digit
classifier with resilience against distortions generated by
random unknown diffusers. It also confirms the trade-off
between the single-pixel diffractive network’s image dis-
tortion resilience and image classification performance/
accuracy.

Experimental demonstration of object classification
through an unknown diffuser using a broadband single-
pixel diffractive network
The presented broadband single-pixel classification

network was experimentally demonstrated using a THz-
TDS system with a 3D-printed diffractive layer and a
random new diffuser (Fig. 7a, b). As a proof-of-concept
model, we selected handwritten digits “0” and “1” from
the MNIST database as two classes to be all-optically
classified through random new diffusers. A single-pixel
diffractive network with a single diffractive layer, which
consists of 120 × 120 diffractive neurons with a neuron
size of 0.4 mm, was trained to classify the input objects
through randomly generated diffusers using two wave-
lengths λ0 ¼ 0.9 mm and λ1 ¼ 1.2 mm. The classification
result was decoded using a differential scheme as before,
based on the relative output power levels of these two
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the network’s generalization for classifying handwritten digits behind
unknown random diffusers using a single output pixel
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wavelengths measured using a single-pixel detector: the
input object is classified as “0” when the intensity of λ0 is
higher than λ1, and classified as “1” otherwise. The dif-
fractive network was trained with n= 80 and N= 4000
different random diffusers, each with a correlation length
of ~25 λ1. To accommodate the mechanical misalign-
ments during the system fabrication and assembly, we
deliberately introduced random displacements to the
diffractive layers to “vaccinate” the diffractive network
during the training process53 (see Fig. 7a and the
“Methods” section for details). The resulting diffractive
network with a single layer achieved an average blind
testing accuracy of 99.53%, classifying handwritten test
digits “0” and “1” through new/unseen random diffusers
that were never used in the training stage.
Next, we fabricated the converged diffractive layer using

a 3D printer and assembled the diffractive network, as
shown in Fig. 7b, c. We also randomly selected and 3D-
printed an unknown/new diffuser to experimentally test
the fabricated system (see Fig. 7c). The confusion matrix
of the numerical blind testing using this selected new
diffuser is shown in Fig. 7d. We also calculated the relative
energy levels of λ0 and λ1, as shown in Fig. 7d; these
results indicate that the single-pixel diffractive network
can classify these two digits with high confidence through
a random unknown diffuser. From the correctly classified

samples during the numerical blind testing, 16 MNIST
handwritten digits (eight “0” and eight “1”) were randomly
selected and 3D-printed to form the experimental test
objects. The confusion matrix and the energy distribution
of the experimental blind testing results using the selected
random diffuser are reported in Fig. 7d, where an
experimental classification accuracy of 100% was achieved
using the fabricated diffractive network to classify the
handwritten digits through an unknown new diffuser
using a single-pixel THz detector. A good match between
the numerically simulated and experimentally measured
output spectra and energy distribution can be seen in
Fig. 7d, e, which confirms the feasibility of our single-pixel
diffractive network in classifying input images all-optically
through an unknown random diffuser.

Discussion
Apart from the deep learning-based training strategies

we employed, two design features played important roles
in achieving high object-classification accuracies through
random, unknown diffusers: (1) the differential spectral
encoding scheme and (2) the use of broadband illumi-
nation. Optoelectronic detectors can only detect non-
negative optical intensity information, limiting the range
of realizable output values of a diffractive network.
The differential encoding scheme has been originally
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Fig. 6 Single-pixel broadband diffractive networks trained to classify handwritten digits through random diffusers with different
correlation lengths (Ltrain). a The classification accuracy of single-pixel broadband diffractive networks trained with different Ltrain , classifying
handwritten test digits through memorized, forgotten, new, and no diffusers. The dashed purple line indicates the classification accuracy without any
diffusers being present using a broadband diffractive network trained without any diffusers. b Comparison images of a test object seen through
random diffusers with different correlation lengths (from 3.2 λmax to 62.3 λmax) using a diffraction-limited lens at λmax illumination. The spatial
information of the input object is severely distorted in each case, making the object unrecognizable

Bai et al. Light: Science & Applications ����������(2023)�12:69� Page 8 of 15



578  | Light Sci Appl | 2023 | Vol 12 | Issue 4 LSA

proposed to mitigate this constraint by virtually assigning
a negative sign to some of the output detectors29, which
was beneficial for various applications of diffractive net-
works31,50,54. To further reveal the importance of our
differential spectral detection scheme (Eq. 1) used for
image classification through random diffusers, we trained
another diffractive network without any differential

encoding using the same physical configuration: the size
of the diffractive layers, their spatial arrangement, and
the training strategy were kept the same as described in
Fig. 2, except that we reduced the number of wavelengths
to 10 and used their intensity to directly encode the class
labels as opposed to the differential scheme used in Eq. 1.
This converged diffractive network scored an accuracy
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75.15 ± 8.83% in classifying handwritten digits through
new random diffusers, which is on average 13.38% lower
than the differentially encoded single-pixel diffractive
network’s performance.
Using broadband illumination with a single-pixel

detector also enables compactness and simplification of
the diffractive system without losing the computational
capacity to classify objects accurately through unknown
random diffusers. To shed more light on this, we
explored and compared other detection schemes using
different numbers of wavelengths and spatially dis-
tributed output detectors to perform the same classifi-
cation tasks. To ensure a fair comparison among these
different schemes, we kept the degrees of freedom of
each detection method the same, i.e., (Number of
detectors) × (Number of wavelengths)= 20 for all the
compared cases. More specifically, we employed five
different schemes to classify handwritten digits through
~25 λmax random unknown diffusers and trained five
diffractive network models for each scheme, following
the same training strategy as demonstrated in Fig. 2.
These schemes include using 20 wavelengths with a
single-pixel detector (the already reported method), 10
illumination wavelengths collected by two spatially
separated detectors, five illumination wavelengths with
four distinct detectors, two wavelengths with 10 detec-
tors, and a single illumination wavelength with 20 dis-
tinct detectors. The physical arrangement of each
detection scheme is illustrated in Fig. 2 and Supple-
mentary Figs. S4–S7. For each one of these new detec-
tion schemes, the illumination wavelengths were
randomly sampled from the 20 wavelengths used in
our single-pixel detection scheme (i.e., λ0; λ1; ¼ ; λ19 in
Fig. 1). We repeated the training/blind testing processes
five times to obtain the average and standard deviation
values of the corresponding classification accuracies
through memorized, forgotten, new/unseen, and no
diffusers. The confusion matrices reported in Supple-
mentary Figs. S4–S7 and the accuracy plots in Supple-
mentary Fig. S8 demonstrate that there is statistically no
significant difference in the classification accuracies for
these different configurations. Our broadband diffractive
design with a single-pixel detector and 20 wavelengths
provides equally competitive classification accuracy
through unknown random diffusers despite the fact that
the modulation functions of the dielectric diffractive
layers at different wavelengths are tightly coupled to
each other through the material dispersion. Moreover,
our single-pixel diffractive network is advantageous in
terms of its simplicity and detection speed without
requiring mechanical scanning or a detector array at the
output field-of-view. Such a single-pixel diffractive net-
work design is widely useful for applications that involve,
for example, using waveguides or fiber-optics for probing

hard-to-reach objects and might find applications in
spectroscopic analysis and endoscopy.
Although the diffractive networks analyzed in this

work used 20 discrete wavelengths, this does not set an
upper limit to the number of wavelengths that can be
used or object classes that can be classified using
broadband diffractive networks. For example, Li et al.
reported diffractive networks classifying handwritten
letters (composed of 26 classes) using 52 discrete
wavelengths with a differential encoding scheme and
without any diffusers present51. Moreover, earlier work
demonstrated the capacity of diffractive networks to
process optical waves over a continuous range of fre-
quencies50. Recent analyses have further investigated the
information processing capacity of a broadband dif-
fractive network55 to show that a phase-only diffractive
network can approximate Nw unique complex-valued
linear transformations using Nw spectral channels (e.g.,
>180) and N diffractive neurons/features, as long as N �
2NwNiNo, where Ni and No refer to the independent
number of pixels at the input and output fields-of-view
of the network, respectively.
The random diffuser generation function and the

object-to-diffuser distances used in this work were
adopted from existing literature to benchmark our sys-
tem18,26. Nevertheless, our approach provides a generic
solution to all-optical object classification through
unknown new diffusers, where the hyperparameters and
diffuser features can be tuned to fit various applications.
To exemplify such a scenario, we further tested our
single-pixel diffractive model reported in Fig. 2, which was
trained with a fixed object-to-diffuser distance (i.e., 33
λmax) using different object-to-diffuser distances within a
range of 33 λmax ± 4 λmax, to classify handwritten digits
through unknown random diffusers never seen before. As
shown in Supplementary Fig. S9, there is only a small
amount of degradation in the blind classification accuracy
when the object-to-diffuser distance changes with respect
to its training value (see the green curve in Supplementary
Fig. S9b). This relatively small degradation in classifica-
tion performance can be mitigated by intentionally
introducing random displacements of the objects/diffu-
sers during the training stage. To demonstrate this, we
trained, from scratch, another three-layer “vaccinated”
single-pixel diffractive network in which the axial posi-
tions of the objects were randomly shifted by an amount
of Δz, randomly sampled from a uniform distribution
Uð�4λmax; 4λmaxÞ. Such a “vaccination” training strategy
largely enhanced the robustness of our single-pixel dif-
fractive network to varying object-to-diffuser distances,
where the classification accuracy remained largely
unchanged when the trained model was tested with
varying object-to-diffuser distances (see the blue curve in
Supplementary Fig. S9).
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proposed to mitigate this constraint by virtually assigning
a negative sign to some of the output detectors29, which
was beneficial for various applications of diffractive net-
works31,50,54. To further reveal the importance of our
differential spectral detection scheme (Eq. 1) used for
image classification through random diffusers, we trained
another diffractive network without any differential

encoding using the same physical configuration: the size
of the diffractive layers, their spatial arrangement, and
the training strategy were kept the same as described in
Fig. 2, except that we reduced the number of wavelengths
to 10 and used their intensity to directly encode the class
labels as opposed to the differential scheme used in Eq. 1.
This converged diffractive network scored an accuracy

THz source Diffractive network

Numerical results

a c

b

d e

Confusion matrix

972 2

8

0

1

0

Grount truth label

P
re

di
ct

ed
 c

la
ss

1

0

P
re

di
ct

ed
 c

la
ss

1

0

P
re

di
ct

ed
 c

la
ss

1

0

P
re

di
ct

ed
 c

la
ss

1

1133

8 0

0

0

Grount truth label

1

0

22

78 23

77 24

76 25

75

Grount truth label
1 0

Grount truth label
1

0 1, a.u.

0.8
0

0.2

0.4

0.6

0.8

1
Experimental
Numerical

Experimental
Numerical

0.9 1 1.1

Wavelength (mm)

Experimental vs. numerical spectrum

Experimental vs. numerical spectrum

N
or

m
al

iz
ed

 in
te

ns
ity

0

0.2

0.4

0.6

0.8

1

N
or

m
al

iz
ed

 in
te

ns
ity

1.2 1.3

0.8 0.9 1 1.1

Wavelength (mm)

1.2 1.3

Input object

8

Energy distribution
(Percentage)

Energy distribution
(Percentage)

Confusion matrix

Experimental results

Thz
detector

Single pixel
detector

Optical
delay stage

Single pixel
detector

D
x

d±D Z

d±D Z New diffuser

0 1.8 mm

Dy

1.5 mm

1.8 mm
0.5

0.5

1 2 3 4 5

1
0 5�1

20�max

5�
1

�1
�0

5�1

5�1

�0 �1

�0 �1

2.5�1

0 1, a.u.

Input object

2.5�1

��1��1��1 ��1

��0��0��0 ��0

5�1

0.5 1.5 mm

Numerical simulation
Diffractive layer

New diffuser
Fabricated

Diffractive layer

Diffractive
networkTHz

source

Femtosecond
laser
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75.15 ± 8.83% in classifying handwritten digits through
new random diffusers, which is on average 13.38% lower
than the differentially encoded single-pixel diffractive
network’s performance.
Using broadband illumination with a single-pixel

detector also enables compactness and simplification of
the diffractive system without losing the computational
capacity to classify objects accurately through unknown
random diffusers. To shed more light on this, we
explored and compared other detection schemes using
different numbers of wavelengths and spatially dis-
tributed output detectors to perform the same classifi-
cation tasks. To ensure a fair comparison among these
different schemes, we kept the degrees of freedom of
each detection method the same, i.e., (Number of
detectors) × (Number of wavelengths)= 20 for all the
compared cases. More specifically, we employed five
different schemes to classify handwritten digits through
~25 λmax random unknown diffusers and trained five
diffractive network models for each scheme, following
the same training strategy as demonstrated in Fig. 2.
These schemes include using 20 wavelengths with a
single-pixel detector (the already reported method), 10
illumination wavelengths collected by two spatially
separated detectors, five illumination wavelengths with
four distinct detectors, two wavelengths with 10 detec-
tors, and a single illumination wavelength with 20 dis-
tinct detectors. The physical arrangement of each
detection scheme is illustrated in Fig. 2 and Supple-
mentary Figs. S4–S7. For each one of these new detec-
tion schemes, the illumination wavelengths were
randomly sampled from the 20 wavelengths used in
our single-pixel detection scheme (i.e., λ0; λ1; ¼ ; λ19 in
Fig. 1). We repeated the training/blind testing processes
five times to obtain the average and standard deviation
values of the corresponding classification accuracies
through memorized, forgotten, new/unseen, and no
diffusers. The confusion matrices reported in Supple-
mentary Figs. S4–S7 and the accuracy plots in Supple-
mentary Fig. S8 demonstrate that there is statistically no
significant difference in the classification accuracies for
these different configurations. Our broadband diffractive
design with a single-pixel detector and 20 wavelengths
provides equally competitive classification accuracy
through unknown random diffusers despite the fact that
the modulation functions of the dielectric diffractive
layers at different wavelengths are tightly coupled to
each other through the material dispersion. Moreover,
our single-pixel diffractive network is advantageous in
terms of its simplicity and detection speed without
requiring mechanical scanning or a detector array at the
output field-of-view. Such a single-pixel diffractive net-
work design is widely useful for applications that involve,
for example, using waveguides or fiber-optics for probing

hard-to-reach objects and might find applications in
spectroscopic analysis and endoscopy.
Although the diffractive networks analyzed in this

work used 20 discrete wavelengths, this does not set an
upper limit to the number of wavelengths that can be
used or object classes that can be classified using
broadband diffractive networks. For example, Li et al.
reported diffractive networks classifying handwritten
letters (composed of 26 classes) using 52 discrete
wavelengths with a differential encoding scheme and
without any diffusers present51. Moreover, earlier work
demonstrated the capacity of diffractive networks to
process optical waves over a continuous range of fre-
quencies50. Recent analyses have further investigated the
information processing capacity of a broadband dif-
fractive network55 to show that a phase-only diffractive
network can approximate Nw unique complex-valued
linear transformations using Nw spectral channels (e.g.,
>180) and N diffractive neurons/features, as long as N �
2NwNiNo, where Ni and No refer to the independent
number of pixels at the input and output fields-of-view
of the network, respectively.
The random diffuser generation function and the

object-to-diffuser distances used in this work were
adopted from existing literature to benchmark our sys-
tem18,26. Nevertheless, our approach provides a generic
solution to all-optical object classification through
unknown new diffusers, where the hyperparameters and
diffuser features can be tuned to fit various applications.
To exemplify such a scenario, we further tested our
single-pixel diffractive model reported in Fig. 2, which was
trained with a fixed object-to-diffuser distance (i.e., 33
λmax) using different object-to-diffuser distances within a
range of 33 λmax ± 4 λmax, to classify handwritten digits
through unknown random diffusers never seen before. As
shown in Supplementary Fig. S9, there is only a small
amount of degradation in the blind classification accuracy
when the object-to-diffuser distance changes with respect
to its training value (see the green curve in Supplementary
Fig. S9b). This relatively small degradation in classifica-
tion performance can be mitigated by intentionally
introducing random displacements of the objects/diffu-
sers during the training stage. To demonstrate this, we
trained, from scratch, another three-layer “vaccinated”
single-pixel diffractive network in which the axial posi-
tions of the objects were randomly shifted by an amount
of Δz, randomly sampled from a uniform distribution
Uð�4λmax; 4λmaxÞ. Such a “vaccination” training strategy
largely enhanced the robustness of our single-pixel dif-
fractive network to varying object-to-diffuser distances,
where the classification accuracy remained largely
unchanged when the trained model was tested with
varying object-to-diffuser distances (see the blue curve in
Supplementary Fig. S9).
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Besides object-to-diffuser distance variations, we also
trained and tested two new three-layer single-pixel diffractive
network models with different layer-to-layer distances (4.2
λmax and 33.3 λmax) to perform the same classification task
through random new diffusers with a correlation length of
~25 λmax, while keeping the object-to-diffuser distance at 33
λmax. As shown in Supplementary Fig. S10, a similar level of
image classification accuracy through new random diffusers
was observed for these models. These results further high-
light the flexibility of our single-pixel diffractive network as a
generic solution framework adaptable to different config-
urations and design parameters.
We should also note that the presented single-pixel

diffractive network is not limited to the all-optical clas-
sification of objects distorted by random phase diffusers
with Gaussian statistics. To shed more light on this, we
extended the diffuser definitions used in our work and
trained two additional single-pixel diffractive networks for
classifying handwritten digits through random (1) linear
and (2) circular gratings that are never seen by the net-
work before (see the “Methods” section for details).
Example images of objects seen through such grating-like
diffusers are shown in Supplementary Fig. S11, high-
lighting the impact of such phase diffusers on hiding/
distorting the information of the input objects. After the
training of the single-pixel diffractive networks with these
two types of grating-like diffusers, the handwritten digit
classification results through random new diffusers are
summarized in Supplementary Figs. S12–S13, achieving
Accnew ¼ 94:82% and Accnew ¼ 94:08% for the linear and
circular phase diffusers, respectively. It is worth noting
that Accm � Accf � Accnew>Acc0 when the single-pixel
diffractive network was trained with these grating-like
random diffusers. This indicates that the single-pixel
network can very well generalize to classify input objects
seen through such linear or circular random gratings
since they carry less diverse spatial features, helping us
achieve Accm � Accf � Accnew.
Compared to performing all-optical reconstruction of

input objects distorted by unknown diffusers, as demon-
strated in our former work26, the presented framework of
all-optical classification through unknown diffusers tack-
les a more challenging task with an additional level of
complexity as it requires the ability to assign the input
objects to the correct classes using a single-pixel dif-
fractive network. In contrast, our former work26 projected
a reconstructed image at its output plane that needs to be
digitized and stored by the pixels of a focal plane array or
CMOS imager before a machine learning algorithm (for
example, a digital neural network) can classify the
reconstructed and digitized/stored image. The presented
diffractive network that classifies objects through random
unknown diffusers is based on a single pixel, and it
directly performs all-optical classification of the input

objects without an image reconstruction step or digitiza-
tion by a focal plane array or the use of a digital image
classification network. Such a single-pixel diffractive
network design can be widely useful for applications that
involve, for example, a single waveguide or fiber-optic
cable for probing hard-to-reach objects. This framework
can find applications in various fields where the image
reconstruction alone does not provide a complete solu-
tion and continuous/automated object recognition behind
random diffusers is required, such as in security surveil-
lance and autonomous driving.
In conclusion, we presented an all-optical processer to

classify unknown objects through random, unknown dif-
fusers using a broadband single-pixel diffractive network.
Designed to classify handwritten digits through random
unknown diffusers, the single-pixel broadband diffractive
network memorized the diffusers used in the last training
epoch, scoring Accm = 91.98 ± 0.24% image classification
accuracy when the random diffusers from the last training
epoch were used. The same single-pixel broadband dif-
fractive network can also classify blind objects through
unknown new diffusers never used in training, achieving
an average accuracy of Accnew = 87.74 ± 1.12%. This dif-
fractive framework was also applied to classify objects
through random phase diffusers with various correlation
lengths showing an improved classification accuracy when
random diffusers with larger correlation lengths were
used since the input images were less distorted. Our
experiments further confirmed the applicability of our
single-pixel broadband diffractive network for all-optical
image classification through an unknown random diffu-
ser, demonstrating the feasibility of the presented
approach. The image classification through random dif-
fusers requires no external computing power except for
the illumination source, presenting a time- and energy-
efficient solution. The teachings of this all-optical pro-
cesser will find unique applications in many fields, such as
surveillance cameras, security, biomedical imaging, and
autonomous driving.

Materials and methods
Model of a broadband single-pixel diffractive network
Broadband illumination was used for object classifica-

tion through unknown diffusers. The diffractive layers
were modeled as thin optical modulation elements, where
the ith neuron on the lth layer at a spatial location (xi; yi; zi)
represents a wavelength (λ)-dependent complex-valued
transmission coefficient, tl, given by:

tl xi; yi; zi; λð Þ ¼ al xi; yi; zi; λð Þ exp jϕl xi; yi; zi; λð Þ� �

ð2Þ

In this work, we assumed al xi; yi; zi; λð Þ ¼ 1. The phase
modulation ϕl xi; yi; zi; λð Þ can be written as a function of
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the thickness of each diffractive neuron hli and the inci-
dent wavelength λ:

ϕl xi; yi; zi; λð Þ ¼ n λð Þ � nairð Þ 2πhliλ
ð3Þ

where n λð Þ is the refractive index of the diffractive material.
In this work, the height of each neuron was defined as:

hli ¼ hmax
2 � sin hp

� �þ 1
� �þ hbase ð4Þ

where hp is the latent variable that was optimized
during the data-driven training procedure. The ulti-
mate height of each diffractive neuron hli was con-
strained by setting hmax = 0.83 λmax, with a fixed base
height hbase = 0.42 λmax. The diffractive layers were
optically connected to each other by diffracted light
propagation in free space, which was modeled through
the Rayleigh–Sommerfeld diffraction equation28,50.
Each neuron (xi; yi; zi) on lth layer can be viewed as a
secondary wave source, generating a complex-valued
field wl

i x; y; z; λð Þ at a spatial location of x; y; zð Þ, which
can be formulated as:

wl
i x; y; z; λð Þ ¼ z�zi

r2
1

2πr þ 1
jλ

� �
exp j2πr

λ

� � ð5Þ

where r ¼
ffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffi
ðx� xiÞ2 þ ðy� yiÞ2 þ ðz � ziÞ2

q
and j ¼ffiffiffiffiffiffiffi�1

p
. For the lth layer (l �1), the modulated optical field

ul at location (xi; yi; zi) is given by:

ul xi; yi; zi; λð Þ ¼ tl xi; yi; zi; λð Þ
�P
k2I

ul�1 xk ; yk ; zk ; λð Þ � wl�1
k xi; yi; zi; λð Þ

ð6Þ
where I denotes all the diffractive neurons on the previous
(i.e., l � 1th) diffractive layer. In case of l = 1,
u0 xk ; yk ; zk ; λð Þ denotes the optical field right after the
random diffuser, which can be formulated as:

u0 xi; yi; zi; λð Þ ¼ tD xi; yi; zi; λð Þ �P
k2I

o xk ; yk ; zk ; λð Þ � wOD
k xi; yi; zi; λð Þ

ð7Þ
where o xk ; yk ; zk ; λð Þ is the transmission function of a
pixel at the input object plane and wOD

k denotes the free-
space propagation from the object plane to the diffuser
plane. tD xi; yi; zi; λð Þ is the modulation generated by a
random phase diffuser, which can be calculated using its
height map hD and Eq. (3). The height map of each
random phase diffuser was defined as:

hD x; yð Þ ¼ rem W x; yð Þ � K σð Þ þ hbase;
λmax

n λmaxð Þ�nair

� �

ð8Þ
where rem :ð Þ denotes the remainder after division.
W x; yð Þ is a random height matrix that follows a normal

distribution with a mean of μ and a standard deviation
of σ0, i.e.,

W x; yð Þ � N μ; σ0ð Þ ð9Þ

K σð Þ is a Gaussian smoothing kernel with zero mean and
standard deviation σ . “*” denotes the 2D convolution
operation. The correlation length (L) of a random diffuser
was calculated using the 2D auto-correlation function ðRdÞ
of its height profile hD x; yð Þ, based on the following equation:

Rd x; yð Þ ¼ exp �π x2 þ y2
� �

=L2
� � ð10Þ

A single-pixel detector was placed on the optical axis at
the end of the diffractive network, after the Lth layer,
which measured the intensity at each encoding wave-
length within a square aperture of 3 λmax by 3 λmax The
single-pixel spectral measurement sp at a wavelength of λp
can be formulated as:

sp ¼
P
k2I

uL xk ; yk ; zk ; λp
� � � wL

k xi; yi; zi; λp
� �����

����
2

ð11Þ

The differential spectral class scores were calculated
following Eq. (1), and the diffractive networks were
trained to optimize the classification accuracy using a
softmax cross-entropy (SCE) loss:

LI ¼ �P9
c¼0

gc � log exp Δscð ÞP9

c0¼0
exp Δsc0ð Þ

� �
ð12Þ

where Δsc denotes the spectral class score for the cth class,
and gc denotes the cth entry of the ground truth label vector.
The height map of each random linear grating diffuser

was defined as:

hD�linearðx; yÞ ¼ λmax
2 n λmaxð Þ�nairð Þ � sin 2π x cos θð Þþy sin θð Þ

a0

� �
þ hbase

ð13Þ

where a0 is the period of the linear grating and was
randomly sampled from the uniform distribution
Uð12λmax; 16λmaxÞ during the random grating generation.
θ controls the direction of the grating, which is also a
random variable following the uniform distribution
Uð0; 2πÞ. Similarly, the height map of each random
circular grating diffuser was defined as:

hD�circularðx; yÞ ¼ λmax
2ðn λmaxð Þ�nairÞ � sin 2π

ffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffi
x�x0ð Þ2þ y�y0ð Þ2

p
a0

� �
þ hbase

ð14Þ
where ðx0; y0Þ is the coordinate of the center of the
circular grating. x0 and y0 were independently sampled
from the uniform distribution Uð�37:5λmax; 37:5λmaxÞ. a0
is the period of the circular grating, randomly sampled
from the uniform distribution Uð12λmax; 16λmaxÞ.
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Besides object-to-diffuser distance variations, we also
trained and tested two new three-layer single-pixel diffractive
network models with different layer-to-layer distances (4.2
λmax and 33.3 λmax) to perform the same classification task
through random new diffusers with a correlation length of
~25 λmax, while keeping the object-to-diffuser distance at 33
λmax. As shown in Supplementary Fig. S10, a similar level of
image classification accuracy through new random diffusers
was observed for these models. These results further high-
light the flexibility of our single-pixel diffractive network as a
generic solution framework adaptable to different config-
urations and design parameters.
We should also note that the presented single-pixel

diffractive network is not limited to the all-optical clas-
sification of objects distorted by random phase diffusers
with Gaussian statistics. To shed more light on this, we
extended the diffuser definitions used in our work and
trained two additional single-pixel diffractive networks for
classifying handwritten digits through random (1) linear
and (2) circular gratings that are never seen by the net-
work before (see the “Methods” section for details).
Example images of objects seen through such grating-like
diffusers are shown in Supplementary Fig. S11, high-
lighting the impact of such phase diffusers on hiding/
distorting the information of the input objects. After the
training of the single-pixel diffractive networks with these
two types of grating-like diffusers, the handwritten digit
classification results through random new diffusers are
summarized in Supplementary Figs. S12–S13, achieving
Accnew ¼ 94:82% and Accnew ¼ 94:08% for the linear and
circular phase diffusers, respectively. It is worth noting
that Accm � Accf � Accnew>Acc0 when the single-pixel
diffractive network was trained with these grating-like
random diffusers. This indicates that the single-pixel
network can very well generalize to classify input objects
seen through such linear or circular random gratings
since they carry less diverse spatial features, helping us
achieve Accm � Accf � Accnew.
Compared to performing all-optical reconstruction of

input objects distorted by unknown diffusers, as demon-
strated in our former work26, the presented framework of
all-optical classification through unknown diffusers tack-
les a more challenging task with an additional level of
complexity as it requires the ability to assign the input
objects to the correct classes using a single-pixel dif-
fractive network. In contrast, our former work26 projected
a reconstructed image at its output plane that needs to be
digitized and stored by the pixels of a focal plane array or
CMOS imager before a machine learning algorithm (for
example, a digital neural network) can classify the
reconstructed and digitized/stored image. The presented
diffractive network that classifies objects through random
unknown diffusers is based on a single pixel, and it
directly performs all-optical classification of the input

objects without an image reconstruction step or digitiza-
tion by a focal plane array or the use of a digital image
classification network. Such a single-pixel diffractive
network design can be widely useful for applications that
involve, for example, a single waveguide or fiber-optic
cable for probing hard-to-reach objects. This framework
can find applications in various fields where the image
reconstruction alone does not provide a complete solu-
tion and continuous/automated object recognition behind
random diffusers is required, such as in security surveil-
lance and autonomous driving.
In conclusion, we presented an all-optical processer to

classify unknown objects through random, unknown dif-
fusers using a broadband single-pixel diffractive network.
Designed to classify handwritten digits through random
unknown diffusers, the single-pixel broadband diffractive
network memorized the diffusers used in the last training
epoch, scoring Accm = 91.98 ± 0.24% image classification
accuracy when the random diffusers from the last training
epoch were used. The same single-pixel broadband dif-
fractive network can also classify blind objects through
unknown new diffusers never used in training, achieving
an average accuracy of Accnew = 87.74 ± 1.12%. This dif-
fractive framework was also applied to classify objects
through random phase diffusers with various correlation
lengths showing an improved classification accuracy when
random diffusers with larger correlation lengths were
used since the input images were less distorted. Our
experiments further confirmed the applicability of our
single-pixel broadband diffractive network for all-optical
image classification through an unknown random diffu-
ser, demonstrating the feasibility of the presented
approach. The image classification through random dif-
fusers requires no external computing power except for
the illumination source, presenting a time- and energy-
efficient solution. The teachings of this all-optical pro-
cesser will find unique applications in many fields, such as
surveillance cameras, security, biomedical imaging, and
autonomous driving.

Materials and methods
Model of a broadband single-pixel diffractive network
Broadband illumination was used for object classifica-

tion through unknown diffusers. The diffractive layers
were modeled as thin optical modulation elements, where
the ith neuron on the lth layer at a spatial location (xi; yi; zi)
represents a wavelength (λ)-dependent complex-valued
transmission coefficient, tl, given by:

tl xi; yi; zi; λð Þ ¼ al xi; yi; zi; λð Þ exp jϕl xi; yi; zi; λð Þ� �

ð2Þ

In this work, we assumed al xi; yi; zi; λð Þ ¼ 1. The phase
modulation ϕl xi; yi; zi; λð Þ can be written as a function of
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the thickness of each diffractive neuron hli and the inci-
dent wavelength λ:

ϕl xi; yi; zi; λð Þ ¼ n λð Þ � nairð Þ 2πhliλ
ð3Þ

where n λð Þ is the refractive index of the diffractive material.
In this work, the height of each neuron was defined as:

hli ¼ hmax
2 � sin hp

� �þ 1
� �þ hbase ð4Þ

where hp is the latent variable that was optimized
during the data-driven training procedure. The ulti-
mate height of each diffractive neuron hli was con-
strained by setting hmax = 0.83 λmax, with a fixed base
height hbase = 0.42 λmax. The diffractive layers were
optically connected to each other by diffracted light
propagation in free space, which was modeled through
the Rayleigh–Sommerfeld diffraction equation28,50.
Each neuron (xi; yi; zi) on lth layer can be viewed as a
secondary wave source, generating a complex-valued
field wl

i x; y; z; λð Þ at a spatial location of x; y; zð Þ, which
can be formulated as:

wl
i x; y; z; λð Þ ¼ z�zi

r2
1

2πr þ 1
jλ

� �
exp j2πr

λ

� � ð5Þ

where r ¼
ffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffi
ðx� xiÞ2 þ ðy� yiÞ2 þ ðz � ziÞ2

q
and j ¼ffiffiffiffiffiffiffi�1

p
. For the lth layer (l �1), the modulated optical field

ul at location (xi; yi; zi) is given by:

ul xi; yi; zi; λð Þ ¼ tl xi; yi; zi; λð Þ
�P
k2I

ul�1 xk ; yk ; zk ; λð Þ � wl�1
k xi; yi; zi; λð Þ

ð6Þ
where I denotes all the diffractive neurons on the previous
(i.e., l � 1th) diffractive layer. In case of l = 1,
u0 xk ; yk ; zk ; λð Þ denotes the optical field right after the
random diffuser, which can be formulated as:

u0 xi; yi; zi; λð Þ ¼ tD xi; yi; zi; λð Þ �P
k2I

o xk ; yk ; zk ; λð Þ � wOD
k xi; yi; zi; λð Þ

ð7Þ
where o xk ; yk ; zk ; λð Þ is the transmission function of a
pixel at the input object plane and wOD

k denotes the free-
space propagation from the object plane to the diffuser
plane. tD xi; yi; zi; λð Þ is the modulation generated by a
random phase diffuser, which can be calculated using its
height map hD and Eq. (3). The height map of each
random phase diffuser was defined as:

hD x; yð Þ ¼ rem W x; yð Þ � K σð Þ þ hbase;
λmax

n λmaxð Þ�nair

� �

ð8Þ
where rem :ð Þ denotes the remainder after division.
W x; yð Þ is a random height matrix that follows a normal

distribution with a mean of μ and a standard deviation
of σ0, i.e.,

W x; yð Þ � N μ; σ0ð Þ ð9Þ

K σð Þ is a Gaussian smoothing kernel with zero mean and
standard deviation σ . “*” denotes the 2D convolution
operation. The correlation length (L) of a random diffuser
was calculated using the 2D auto-correlation function ðRdÞ
of its height profile hD x; yð Þ, based on the following equation:

Rd x; yð Þ ¼ exp �π x2 þ y2
� �

=L2
� � ð10Þ

A single-pixel detector was placed on the optical axis at
the end of the diffractive network, after the Lth layer,
which measured the intensity at each encoding wave-
length within a square aperture of 3 λmax by 3 λmax The
single-pixel spectral measurement sp at a wavelength of λp
can be formulated as:

sp ¼
P
k2I

uL xk ; yk ; zk ; λp
� � � wL

k xi; yi; zi; λp
� �����

����
2

ð11Þ

The differential spectral class scores were calculated
following Eq. (1), and the diffractive networks were
trained to optimize the classification accuracy using a
softmax cross-entropy (SCE) loss:

LI ¼ �P9
c¼0

gc � log exp Δscð ÞP9

c0¼0
exp Δsc0ð Þ

� �
ð12Þ

where Δsc denotes the spectral class score for the cth class,
and gc denotes the cth entry of the ground truth label vector.
The height map of each random linear grating diffuser

was defined as:

hD�linearðx; yÞ ¼ λmax
2 n λmaxð Þ�nairð Þ � sin 2π x cos θð Þþy sin θð Þ

a0

� �
þ hbase

ð13Þ

where a0 is the period of the linear grating and was
randomly sampled from the uniform distribution
Uð12λmax; 16λmaxÞ during the random grating generation.
θ controls the direction of the grating, which is also a
random variable following the uniform distribution
Uð0; 2πÞ. Similarly, the height map of each random
circular grating diffuser was defined as:

hD�circularðx; yÞ ¼ λmax
2ðn λmaxð Þ�nairÞ � sin 2π

ffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffi
x�x0ð Þ2þ y�y0ð Þ2

p
a0

� �
þ hbase

ð14Þ
where ðx0; y0Þ is the coordinate of the center of the
circular grating. x0 and y0 were independently sampled
from the uniform distribution Uð�37:5λmax; 37:5λmaxÞ. a0
is the period of the circular grating, randomly sampled
from the uniform distribution Uð12λmax; 16λmaxÞ.

Bai et al. Light: Science & Applications ����������(2023)�12:69� Page 12 of 15



582  | Light Sci Appl | 2023 | Vol 12 | Issue 4 LSA

Digital implementation
The diffractive neural networks presented here con-

tained 200 × 200 diffractive neurons on each layer with a
pixel size (pitch) of 0.25 λmax. During the training, each
handwritten digit of the MNIST dataset was first upscaled
from 28 × 28 pixels to 70 × 70 pixels using bilinear inter-
polation and then padded with zeros to cover 200 × 200
pixels. The broadband illumination was digitally modeled
as multiple independently propagating monochrome
plane waves; we used λmin ¼ 0:6mm and λmax ¼ 1:2mm
based on the THz part of the spectrum. The propagation
and wave modulation on each spectral channel were
separately computed. Four different randomly selected
MNIST images formed a training batch, providing
amplitude-only modulation to the input broadband light.
Each input object batch was propagated and disturbed by
one randomly selected diffuser. The four distorted
broadband fields were separately propagated through the
diffractive network, and the loss value (Eq. (12)) was
calculated accordingly. The resulting loss was back-pro-
pagated, and the pixel height values were updated using
the Adam optimizer56 with a learning rate of 1 ´ 10�3.
Our models were trained using Python (v3.7.3) and
PyTorch (v1.11) for 100 epochs, which took 5 h to com-
plete. A desktop computer with a GeForce RTX 3090
graphical processing unit (GPU, Nvidia Inc.), an Intel®
Core ™ i9-7900X central processing unit (CPU, Intel Inc.),
and 64 GB of RAM was used.

Experimental design and THz-TDS system
The diffuser and the diffractive layer used for the

experimental demonstration were fabricated using a 3D
printer (Pr 110, CADworks3D). The 3D printing material
we used in the experiments has wavelength-dependent
absorption. Therefore, additional neuron height-dependent
amplitude modulations were applied to the incident light,
which can be formulated as

al xi; yi; zi; λð Þ ¼ exp � 2πκ λð Þhli
λ

� �
ð15Þ

where κ λð Þ is the extinction coefficient of the diffrac-
tive layer material, corresponding to the imaginary
part of the complex-valued refractive index ~n λð Þ, i.e.,
~n λð Þ ¼ n λð Þ þ jκ λð Þ.
For the single-layer single-pixel diffractive model used

for the experimental demonstration (Fig. 7), the dif-
fractive layer consists of 120 × 120 diffractive neurons,
each with a lateral size of 0.4 mm. The axial separation
between any two consecutive planes was set to
d= 20 mm. To compensate for the nonideal wavefront
generated by the THz emitter, a square input aperture
with a size of 8 × 8 mm2 was used as an entrance pupil to
illuminate the input object, placed 20 mm away from it.
The diffraction of this aperture was also included in the

forward propagation model. The size of the input objects
was designed as 20 × 20 mm2 (50 × 50 pixels). After being
distorted by the random diffuser and modulated by the
diffractive layer, the spectral power at the center region
(2.4 × 2.4 mm2) of the output plane was measured to
determine the class score.
To overcome potential mechanical misalignments dur-

ing the experimental testing, the network was “vacci-
nated” with deliberate random displacements during the
training stage53. Specifically, a random lateral displace-
ment Dx;Dy

� �
was added to the diffractive layer, where Dx

and Dy were randomly and independently sampled, i.e.,

Dx � U �0:4mm; 0:4mmð Þ;Dy � U �0:4mm; 0:4mmð Þ
ð16Þ

where Dx and Dy are not necessarily equal to each other in
each misalignment step.
A random axial displacement Dz was also added to the

axial separations between any two consecutive planes.
Accordingly, the axial distance between any two con-
secutive planes was set to d ±Dz ¼ 20mm ±Dz, where Dz

was randomly sampled as,

Dz � U �0:2mm; 0:2mmð Þ ð17Þ

In our experiments, we also measured the power spec-
trum of the pulsed terahertz source with only the input
and output apertures present, which served as an
experimental reference spectrum, Iref ðλÞ. Based on this,
the experimentally measured power spectrum at the
output single-pixel aperture of a diffractive network can
be written as:

si;calibrated ¼ si;measured

Iref λið Þ ð18Þ

The binary objects and apertures were all 3D-printed
(Form 3B, Formlabs) and coated with aluminum foil to
define the transmission areas. Apertures, objects, the
diffuser, and the diffractive layer were assembled using a
3D-printed holder (Objet30 Pro, Stratasys). The setup of
the THz-TDS system is illustrated in Fig. 7a. A Ti:Sap-
phire laser (Mira-HP, Coherent) generates optical pulses
with a 135-fs pulse width and a 76-MHz repetition rate at
a center wavelength of 800 nm, which pumps both a high-
power plasmonic photoconductive terahertz source57 and
a high-sensitivity plasmonic photoconductive terahertz
detector58. The terahertz radiation generated by the ter-
ahertz source is collimated by a 90° off-axis parabolic
mirror and illuminates the test object. After interacting
with the object, the diffuser, and the diffractive neural
network, the radiation is coherently detected by the ter-
ahertz detector (single-pixel). A transimpedance amplifier
(DHPCA-100, Femto) converts the current signal to a
voltage signal, which is then measured by a lock-in
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amplifier (MFLI, Zurich Instruments). By varying the
optical delay between the terahertz radiation and the
optical probe beam on the terahertz detector, the ter-
ahertz time-domain signal can be obtained. By taking the
Fourier transform of the time-domain signal, the spectral
intensity signal is revealed to calculate the class scores
for each classification/inference. For each measurement,
10 time-domain traces are collected and averaged. This
THz-TDS system provides a signal-to-noise ratio larger
than 90 dB and a detection bandwidth larger than 4 THz.
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Digital implementation
The diffractive neural networks presented here con-

tained 200 × 200 diffractive neurons on each layer with a
pixel size (pitch) of 0.25 λmax. During the training, each
handwritten digit of the MNIST dataset was first upscaled
from 28 × 28 pixels to 70 × 70 pixels using bilinear inter-
polation and then padded with zeros to cover 200 × 200
pixels. The broadband illumination was digitally modeled
as multiple independently propagating monochrome
plane waves; we used λmin ¼ 0:6mm and λmax ¼ 1:2mm
based on the THz part of the spectrum. The propagation
and wave modulation on each spectral channel were
separately computed. Four different randomly selected
MNIST images formed a training batch, providing
amplitude-only modulation to the input broadband light.
Each input object batch was propagated and disturbed by
one randomly selected diffuser. The four distorted
broadband fields were separately propagated through the
diffractive network, and the loss value (Eq. (12)) was
calculated accordingly. The resulting loss was back-pro-
pagated, and the pixel height values were updated using
the Adam optimizer56 with a learning rate of 1 ´ 10�3.
Our models were trained using Python (v3.7.3) and
PyTorch (v1.11) for 100 epochs, which took 5 h to com-
plete. A desktop computer with a GeForce RTX 3090
graphical processing unit (GPU, Nvidia Inc.), an Intel®
Core ™ i9-7900X central processing unit (CPU, Intel Inc.),
and 64 GB of RAM was used.

Experimental design and THz-TDS system
The diffuser and the diffractive layer used for the

experimental demonstration were fabricated using a 3D
printer (Pr 110, CADworks3D). The 3D printing material
we used in the experiments has wavelength-dependent
absorption. Therefore, additional neuron height-dependent
amplitude modulations were applied to the incident light,
which can be formulated as

al xi; yi; zi; λð Þ ¼ exp � 2πκ λð Þhli
λ

� �
ð15Þ

where κ λð Þ is the extinction coefficient of the diffrac-
tive layer material, corresponding to the imaginary
part of the complex-valued refractive index ~n λð Þ, i.e.,
~n λð Þ ¼ n λð Þ þ jκ λð Þ.
For the single-layer single-pixel diffractive model used

for the experimental demonstration (Fig. 7), the dif-
fractive layer consists of 120 × 120 diffractive neurons,
each with a lateral size of 0.4 mm. The axial separation
between any two consecutive planes was set to
d= 20 mm. To compensate for the nonideal wavefront
generated by the THz emitter, a square input aperture
with a size of 8 × 8 mm2 was used as an entrance pupil to
illuminate the input object, placed 20 mm away from it.
The diffraction of this aperture was also included in the

forward propagation model. The size of the input objects
was designed as 20 × 20 mm2 (50 × 50 pixels). After being
distorted by the random diffuser and modulated by the
diffractive layer, the spectral power at the center region
(2.4 × 2.4 mm2) of the output plane was measured to
determine the class score.
To overcome potential mechanical misalignments dur-

ing the experimental testing, the network was “vacci-
nated” with deliberate random displacements during the
training stage53. Specifically, a random lateral displace-
ment Dx;Dy

� �
was added to the diffractive layer, where Dx

and Dy were randomly and independently sampled, i.e.,

Dx � U �0:4mm; 0:4mmð Þ;Dy � U �0:4mm; 0:4mmð Þ
ð16Þ

where Dx and Dy are not necessarily equal to each other in
each misalignment step.
A random axial displacement Dz was also added to the

axial separations between any two consecutive planes.
Accordingly, the axial distance between any two con-
secutive planes was set to d ±Dz ¼ 20mm ±Dz, where Dz

was randomly sampled as,

Dz � U �0:2mm; 0:2mmð Þ ð17Þ

In our experiments, we also measured the power spec-
trum of the pulsed terahertz source with only the input
and output apertures present, which served as an
experimental reference spectrum, Iref ðλÞ. Based on this,
the experimentally measured power spectrum at the
output single-pixel aperture of a diffractive network can
be written as:

si;calibrated ¼ si;measured

Iref λið Þ ð18Þ

The binary objects and apertures were all 3D-printed
(Form 3B, Formlabs) and coated with aluminum foil to
define the transmission areas. Apertures, objects, the
diffuser, and the diffractive layer were assembled using a
3D-printed holder (Objet30 Pro, Stratasys). The setup of
the THz-TDS system is illustrated in Fig. 7a. A Ti:Sap-
phire laser (Mira-HP, Coherent) generates optical pulses
with a 135-fs pulse width and a 76-MHz repetition rate at
a center wavelength of 800 nm, which pumps both a high-
power plasmonic photoconductive terahertz source57 and
a high-sensitivity plasmonic photoconductive terahertz
detector58. The terahertz radiation generated by the ter-
ahertz source is collimated by a 90° off-axis parabolic
mirror and illuminates the test object. After interacting
with the object, the diffuser, and the diffractive neural
network, the radiation is coherently detected by the ter-
ahertz detector (single-pixel). A transimpedance amplifier
(DHPCA-100, Femto) converts the current signal to a
voltage signal, which is then measured by a lock-in
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amplifier (MFLI, Zurich Instruments). By varying the
optical delay between the terahertz radiation and the
optical probe beam on the terahertz detector, the ter-
ahertz time-domain signal can be obtained. By taking the
Fourier transform of the time-domain signal, the spectral
intensity signal is revealed to calculate the class scores
for each classification/inference. For each measurement,
10 time-domain traces are collected and averaged. This
THz-TDS system provides a signal-to-noise ratio larger
than 90 dB and a detection bandwidth larger than 4 THz.
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Combining pMINFLUX, graphene energy transfer
and DNA-PAINT for nanometer precise 3D
super-resolution microscopy
Jonas Zähringer 1, Fiona Cole1, Johann Bohlen 1, Florian Steiner 1,3, Izabela Kamińska 1,2 and Philip Tinnefeld 1✉

Abstract
3D super-resolution microscopy with nanometric resolution is a key to fully complement ultrastructural techniques
with fluorescence imaging. Here, we achieve 3D super-resolution by combining the 2D localization of pMINFLUX with
the axial information of graphene energy transfer (GET) and the single-molecule switching by DNA-PAINT. We
demonstrate <2 nm localization precision in all 3 dimension with axial precision reaching below 0.3 nm. In 3D DNA-
PAINT measurements, structural features, i.e., individual docking strands at distances of 3 nm, are directly resolved on
DNA origami structures. pMINFLUX and GET represent a particular synergetic combination for super-resolution
imaging near the surface such as for cell adhesion and membrane complexes as the information of each photon is
used for both 2D and axial localization information. Furthermore, we introduce local PAINT (L-PAINT), in which DNA-
PAINT imager strands are equipped with an additional binding sequence for local upconcentration improving signal-
to-background ratio and imaging speed of local clusters. L-PAINT is demonstrated by imaging a triangular structure
with 6 nm side lengths within seconds.

Introduction
3D super-resolution with nanometer precision opens

exciting new insights in nanostructures and biological
systems by achieving molecular or even submolecular
resolution. There is a multitude of techniques extending
single-molecule localization microscopy (SMLM) to the
third dimension, including PSF manipulation1,2, 4-Pi
microscopy3, total internal reflection fluorescence
(TIRF) microscopy4, repetitive optical selective exposure
(ROSE-Z)5 or Supercritical Angle Localization Micro-
scopy (SALM)6 and many more. However, in these
techniques, the precision is mostly limited to the emission
information, and hence the camera localization does not
reach precisions of about the size of a fluorophore of

1–2 nm of all three dimensions. The coordinate-targeted
approach of 3D stimulated emission depletion microscopy
(STED)7 has similar limitations in precision. To this end
MINFLUX nanoscopy8 and later MINSTED nanoscopy9

were introduced. By interrogating the emitter location
with a series of targeted illuminations, localization preci-
sions of <2 nm are reached with moderate photon bud-
gets. It later was extended to 3D by superimposing vortex
beams to generate a tophat10. However, the instrumental
and engineering requirements increase with dimension-
ality and the photon budget is divided between the axial
and lateral dimensions. Each photon only contributes to
either the lateral or the axial localization depending on the
kind of vortex mask of the respective illumination event.
Alternative to optical approaches, the axial position of

a fluorescent dye can be determined from near-field
interactions with a modified coverslip. To this end,
energy transfer between a dye and a metal- or graphene-
layer is read out from fluorescence intensity or fluores-
cence lifetime and is converted to an axial information
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