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Multi-resolution analysis for high-fidelity
deconvolution microscopy
Baolei Liu 1✉ and Fan Wang 1✉

Abstract
A fidelity-ensured multi-resolution analysis deconvolution algorithm significantly enhances fluorescence microscopy’s
resolution and noise control, enabling more accurate and detailed imaging for advanced biological research
applications.

Fluorescence microscopy is a cornerstone in visualizing
biological samples, enabling scientists to observe live cells
and subcellular structures in detail1. Despite its critical
role, traditional fluorescence microscopy often suffers
from limitations imposed by optical blur and noise, which
restricts imaging speed, duration, and resolution. High
photon doses used to enhance imaging quality can also
damage live cells, causing photobleaching and affecting
cell viability. Deconvolution algorithms are essential in
fluorescence microscopy because they improve image
resolution and clarity by mathematically reversing the
optical distortions introduced during image capture. These
algorithms enable scientists to reconstruct high-quality
images from noisy, blurred data2–4. However, traditional
deconvolution methods often struggle with maintaining
fidelity, particularly when pushing the limits of resolution
enhancement. They can introduce artifacts, which may
lead to misinterpretation of biological data. Therefore,
developing a high-fidelity deconvolution algorithm that
operates effectively under low signal-to-noise ratio (SNR)
conditions is crucial for advancing fluorescence imaging.
In a recent publication in eLight5, the team from Peking

University, China, and Airy Technologies Co., Ltd
reported a new method, called multi-resolution analysis
(MRA) to handle the inherent noise in fluorescence
images, which offers a fidelity-ensured approach to image
deconvolution and significantly enhances image quality by
improving both resolution and noise control. This
approach was successfully applied to wide-field, confocal,

spinning disk confocal, structured illumination micro-
scopy (SIM), stimulated emission depletion microscopy
(STED), SoRa, and so on.
Unlike conventional variance-based regularizations that

often entangle the continuity of biological structures with
background noise, MRA distinguishes itself by focusing on
two key attributes of fluorescence images: high contrast
across edges and high continuity along edges. These features
are critical in capturing the genuine characteristics of bio-
logical structures while effectively minimizing noise. As
illustrated in Fig. 1, MRA can effectively detect and preserve
these crucial features by utilizing the combination of fra-
melet and curvelet transforms6–8. This leads to a significant
improvement in the SNR of up to 10 dB higher than tradi-
tional methods. MRA can also provide a fidelity-ensured
resolution improvement of up to two-fold, surpassing
artifact-prone statistical approaches like Richardson-Lucy
deconvolution. Additionally, MRA can be finely integrated
with the fast iterative shrinkage-thresholding algorithm
(FISTA) for its precise noise control and accelerated itera-
tion9. The authors also developed an extension of MRA,
called sectioning MRA (SecMRA), which incorporates a bias
thresholding mechanism to attenuate fluorescence back-
ground. SecMRA has a remarkable computational section-
ing ability for cases with heavy background conditions.
The implications of MRA and SecMRA are far-reaching,

offering solutions to some of the most pressing challenges
in biomedical imaging. The methods have demonstrated
superior performance across various imaging modalities,
including diffraction-limited and super-resolution micro-
scopy. For example, MRA successfully resolved ~60 nm
resolution features with ensured fidelity using SIM, a
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Linear and nonlinear record high optical
birefringence in anisotropic van der Waals crystals
Luca Sortino 1✉

Abstract
Multilayered van der Waals (vdW) materials are semiconductors composed of atomically thin crystal layers, held
together by weak vdW forces. They offer unique crystal structures and electronic properties, distinct from conventional
semiconductors, making them a promising platform for linear and nonlinear optics. In this context, the large refractive
indexes given by highly polarizable transition metals, combined with excitonic resonances and unconventional
crystalline structures, provides a toolbox for exploring non-linear physics and strong light–matter interactions with
unprecedented opportunities for nanoscale optics. Recent reports highlight novel vdW materials, particularly PdPSe, a
pentagonal crystal with strong nonlinear responses, and As2S3, a record high birefringence crystal, as favorable
candidates to engineer nonlinear responses and miniaturization of optical components, owing to the combination of
high refractive index and strong optical anisotropy of the underlying crystal structures. While still in its infancy, research
on vdW materials promise a florid ground for fundamental studies, bridging the gap between material science and
nanoscale optics.

Nanomaterials are a fundamental platform to advance
optical devices and develop novel technologies. In recent
years, van der Waals (vdW) crystals, particularly as single-
layered, two-dimensional (2D) materials, have captivated
the scientific community with their extraordinary char-
acteristics. Their layered nature of atomically thin layers
presents unique electronic, optical, and mechanical
properties. In particular, the strong excitonic and non-
linear responses make them ideal candidates for next-
generation devices from light emission to frequency
converters, optical switches, and ultrafast lasers. Today,
significant efforts are being made in foundries worldwide
to integrate 2D materials into industrial production lines.
Likewise, fundamental research has established these
materials across a range of fields, from nano electronics to
nano optics, to catalysis and quantum materials. Beyond
their 2D form, multilayers of vdW materials, such as
transition metal dichalcogenides (TMDCs), emerged as a
promising class of dielectric platform for linear and
nonlinear photonics. Combined with strong excitonic

resonances up to room temperature, vdW multilayers
opens to unprecedented design opportunities.
Aided by the layered structure and transition metals

with high polarizability, vdW materials exhibit high
refractive indexes1, which allows to generate intrinsic
optical resonances, from Fabry–Perot types, to geome-
trical resonances in nanostructured thin films such as
waveguides, optical resonators and metasurfaces2. Toge-
ther with a vast library of different compounds to explore,
vdW materials can outperform conventional platforms
and amplify the potential design of optical metamaterials.
Moreover, a significant advantage is their ability to be
manipulated into vertical heterostructures with atomic
precision owing to a general lack of lattice mismatch
restrictions. Stacked vdW layers are a route for highly
customized light–matter interaction and control over
light phase propagation and nonlinear efficiencies. The
lack of crystalline selectivity gives the ability to twist each
vdW layer, opening a vast landscape of design possibilities
where each layer’s material, orientation, and thickness can
be tailored to achieve specific optical responses3.
In this context, strong optical anisotropies are essential

to manipulate light and to control phase and polarization
properties. If a material exhibits a strong one-dimensional
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challenging task for traditional methods. MRA has been
demonstrated with fast and long-term live-cell imaging to
capture the dynamics of the endoplasmic reticulum, with an
imaging speed of ~417Hz and a duration time of ~10min.
The authors also demonstrated the effectiveness of
SecMRA with low‑toxicity, long-term fluorescence imaging
of organelle interactions with a duration of more than
30minutes. This ability to maintain high fidelity over
extended imaging periods with low photobleaching and
phototoxicity opens new avenues for studying dynamic
biological processes in real-time.
The development of MRA represents a significant step

forward in the quest for more reliable and accurate
fluorescence microscopy. Moreover, it can enhance
commercial imaging systems, such as CSU-W1 SoRa and
LiveSR microscopes, providing researchers with more
accessible and accurate study tools. With its open-access
MATLAB source code and raw fluorescence image data,
the team encourages the broader scientific community to
adopt and refine MRA, ensuring widespread adoption and
further innovation. Future works may focus on the inte-
gration of MRA with modified physical model models and
machine learning approaches to further enhance its per-
formance for high-fidelity, high-resolution, high-speed
and long-duration fluorescence imaging.
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Fig. 1 Schematic illustration of the multi-resolution analysis deconvolution algorithm
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