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Prof. Tian Gu from MIT, has introduced a metalens
doublet system with a large aperture, specifically designed
for near-eye displays18. This innovative configuration,
which incorporates two-layer metalenses and a pupil,
achieves a broad field of view (FOV) of up to 60° and even
80°. Unlike traditional metalens doublet cameras, this
system is designed to project images far enough from the
eyes, enabling users to comfortably observe an expansive
scene that appears to be at infinity, despite the display
being situated close to the eyes. Figure 1 illustrates the
working principle of this system. In Fig. 1a, it is evident
that the optimal viewing distance for the human eye
exceeds several decimeters, while a head-mounted near-
eye display is positioned too closely for comfort. As shown
in Fig. 1b through ray-tracing simulations, the near-eye
display can simulate a distant scene by utilizing the
human pupil as an aperture.
Utilizing the human pupil as a diaphragm is a remark-

able innovation. Instead of merely projecting an image
onto a sensor, this approach enhances direct and natural
vision. To test this concept, researchers developed and
optimized two metalens doublets with diameters in the
centimeter range, paired with apertures measuring several
millimeters, effectively mimicking the dimensions of the
human eye and pupil, respectively. They then constructed
an eye model that included an iris (serving as the pupil), a
refractive lens (representing the eye’s lens), and a camera
sensor, which allowed them to achieve high-quality ima-
ging at angles of incidence up to 30°, corresponding to a
60° of full FOV. This successfully demonstrated the
doublet’s effectiveness for near-eye displays. To be

mentioned, the imaging quality could be further enhanced
through better device alignment, optimized filters, and the
use of non-air spacers with suitable refractive indices,
which are all achievable in industrial production19.
This work demonstrates the remarkable capability of

metalenses in near-eye display applications. By optimizing
the compact design, aperture size, and FOV, the perfor-
mance of a metalens doublet has been achieved that rivals
that of conventional refractive eyepieces, meeting common
benchmarks for near-eye display. Although the imaging
performance near the diffraction limit cannot be sustained
throughout the entire FOV, the requirements for ultra-
wide FOV in applications like AR/VR or night vision are
inherently relaxed due to the nature of human eye fixation
points20. This advancement highlights the significant role
of meta-optics that could play in advancing high-
performance near-eye displays and night vision systems.
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Fig. 1 Illustration of working principles of human eyes and the metalens doublet. a The distance from the head-mounted near-eye display to
the eyes is too close to make people comfortable. b The double-layer metalens simulate a near-eye display as an infinite distance scene through the
human pupil
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Abstract
Recent advancements show the potential of cascaded metalenses in near-eye display applications, achieving
performance that rivals traditional eyepiece systems. By leveraging the human pupil as an aperture and taking into
account practical factors such as eye relief, pupil size, and display dimensions, this approach suggests a bright future
for the incorporation of meta-optics in cutting-edge near-eye display technologies.

As computing and artificial intelligence progress, tech-
nologies like augmented reality (AR) and virtual reality
(VR) are transferring those fancy ideas to practical appli-
cations1–3. A key element of AR and VR systems is the
increasing need for near-eye displays. However, traditional
near-eye displays are always positioned too close to the
eye, making them uncomfortable for extended use4,5. To
mitigate this issue, optical elements are necessary to adjust
the light path and reduce eye strain and discomfort.
Unfortunately, conventional refractive optical components
tend to be large and bulky, while head-mounted devices
require more compact optics, which constrains design
possibilities. To tackle this, various compact solutions,
such as pancake optics6,7, holography8, and leaky wave-
guides9, have been proposed. Despite their potential, these
approaches encounter issues like low efficiency. Conse-
quently, achieving a balance between portability and high
performance continues to be a significant challenge.
Metalenses, which are made of nano-structures arran-

ged in two dimensions, present an innovative approach
for compact near-eye display systems. Their ultra-thin
and lightweight characteristics render them particularly
well-suited for head-mounted devices. With advance-
ments in nano-fabrication technology, significant devel-
opments have been reported regarding metalenses
operating in the near-infrared and visible spectrum,
enabling a variety of applications, including holography10,
beam shaping11, and microscopy12,13, and showing

considerable promise for AR and VR uses. Nonetheless,
achieving a wide field of view (FOV) that mirrors human
vision (approximately 120°) is a challenge due to pro-
nounced off-axis aberrations in metalenses. In pioneering
designs from several years ago, researchers stacked mul-
tiple metalenses into doublet or triplet configurations,
allowing for greater design flexibility and enhanced per-
formance, resulting in wide FOV imaging14,15. Other
strategies involve the combination of single-layer meta-
lenses with apertures, which can produce nearly
diffraction-limited imaging across nearly 180° of FOV16.
Despite their remarkable capabilities, these designs typi-
cally feature entrance apertures of less than 1mm in
diameter, which restricts their applicability in practical
near-eye display scenarios.
For near-eye displays, it is essential for optical mod-

ulation eyepieces to match the size of human eyes, a
requirement that surpasses the capabilities of most
existing metalens technologies. Unfortunately, the
monochromatic Seidel aberrations scale with both aper-
ture size and field angle17, creating difficulties for optical
devices to maintain high quality while also possessing
large apertures and expansive fields of view. To address
this challenge, recent advancements in machine learning
and algorithm optimization present an effective and
practical solution. Consequently, multi-layer metalenses
have emerged as a promising method for achieving both a
wide FOV and a large aperture in light field modulations.
In a recently published paper in Light: Science &

Applications, a team led by Prof. Arka Majumdar from the
University of Washington, along with Prof. Juejun Hu and
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Prof. Tian Gu from MIT, has introduced a metalens
doublet system with a large aperture, specifically designed
for near-eye displays18. This innovative configuration,
which incorporates two-layer metalenses and a pupil,
achieves a broad field of view (FOV) of up to 60° and even
80°. Unlike traditional metalens doublet cameras, this
system is designed to project images far enough from the
eyes, enabling users to comfortably observe an expansive
scene that appears to be at infinity, despite the display
being situated close to the eyes. Figure 1 illustrates the
working principle of this system. In Fig. 1a, it is evident
that the optimal viewing distance for the human eye
exceeds several decimeters, while a head-mounted near-
eye display is positioned too closely for comfort. As shown
in Fig. 1b through ray-tracing simulations, the near-eye
display can simulate a distant scene by utilizing the
human pupil as an aperture.
Utilizing the human pupil as a diaphragm is a remark-

able innovation. Instead of merely projecting an image
onto a sensor, this approach enhances direct and natural
vision. To test this concept, researchers developed and
optimized two metalens doublets with diameters in the
centimeter range, paired with apertures measuring several
millimeters, effectively mimicking the dimensions of the
human eye and pupil, respectively. They then constructed
an eye model that included an iris (serving as the pupil), a
refractive lens (representing the eye’s lens), and a camera
sensor, which allowed them to achieve high-quality ima-
ging at angles of incidence up to 30°, corresponding to a
60° of full FOV. This successfully demonstrated the
doublet’s effectiveness for near-eye displays. To be

mentioned, the imaging quality could be further enhanced
through better device alignment, optimized filters, and the
use of non-air spacers with suitable refractive indices,
which are all achievable in industrial production19.
This work demonstrates the remarkable capability of

metalenses in near-eye display applications. By optimizing
the compact design, aperture size, and FOV, the perfor-
mance of a metalens doublet has been achieved that rivals
that of conventional refractive eyepieces, meeting common
benchmarks for near-eye display. Although the imaging
performance near the diffraction limit cannot be sustained
throughout the entire FOV, the requirements for ultra-
wide FOV in applications like AR/VR or night vision are
inherently relaxed due to the nature of human eye fixation
points20. This advancement highlights the significant role
of meta-optics that could play in advancing high-
performance near-eye displays and night vision systems.
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Fig. 1 Illustration of working principles of human eyes and the metalens doublet. a The distance from the head-mounted near-eye display to
the eyes is too close to make people comfortable. b The double-layer metalens simulate a near-eye display as an infinite distance scene through the
human pupil
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Abstract
Recent advancements show the potential of cascaded metalenses in near-eye display applications, achieving
performance that rivals traditional eyepiece systems. By leveraging the human pupil as an aperture and taking into
account practical factors such as eye relief, pupil size, and display dimensions, this approach suggests a bright future
for the incorporation of meta-optics in cutting-edge near-eye display technologies.

As computing and artificial intelligence progress, tech-
nologies like augmented reality (AR) and virtual reality
(VR) are transferring those fancy ideas to practical appli-
cations1–3. A key element of AR and VR systems is the
increasing need for near-eye displays. However, traditional
near-eye displays are always positioned too close to the
eye, making them uncomfortable for extended use4,5. To
mitigate this issue, optical elements are necessary to adjust
the light path and reduce eye strain and discomfort.
Unfortunately, conventional refractive optical components
tend to be large and bulky, while head-mounted devices
require more compact optics, which constrains design
possibilities. To tackle this, various compact solutions,
such as pancake optics6,7, holography8, and leaky wave-
guides9, have been proposed. Despite their potential, these
approaches encounter issues like low efficiency. Conse-
quently, achieving a balance between portability and high
performance continues to be a significant challenge.
Metalenses, which are made of nano-structures arran-

ged in two dimensions, present an innovative approach
for compact near-eye display systems. Their ultra-thin
and lightweight characteristics render them particularly
well-suited for head-mounted devices. With advance-
ments in nano-fabrication technology, significant devel-
opments have been reported regarding metalenses
operating in the near-infrared and visible spectrum,
enabling a variety of applications, including holography10,
beam shaping11, and microscopy12,13, and showing

considerable promise for AR and VR uses. Nonetheless,
achieving a wide field of view (FOV) that mirrors human
vision (approximately 120°) is a challenge due to pro-
nounced off-axis aberrations in metalenses. In pioneering
designs from several years ago, researchers stacked mul-
tiple metalenses into doublet or triplet configurations,
allowing for greater design flexibility and enhanced per-
formance, resulting in wide FOV imaging14,15. Other
strategies involve the combination of single-layer meta-
lenses with apertures, which can produce nearly
diffraction-limited imaging across nearly 180° of FOV16.
Despite their remarkable capabilities, these designs typi-
cally feature entrance apertures of less than 1mm in
diameter, which restricts their applicability in practical
near-eye display scenarios.
For near-eye displays, it is essential for optical mod-

ulation eyepieces to match the size of human eyes, a
requirement that surpasses the capabilities of most
existing metalens technologies. Unfortunately, the
monochromatic Seidel aberrations scale with both aper-
ture size and field angle17, creating difficulties for optical
devices to maintain high quality while also possessing
large apertures and expansive fields of view. To address
this challenge, recent advancements in machine learning
and algorithm optimization present an effective and
practical solution. Consequently, multi-layer metalenses
have emerged as a promising method for achieving both a
wide FOV and a large aperture in light field modulations.
In a recently published paper in Light: Science &

Applications, a team led by Prof. Arka Majumdar from the
University of Washington, along with Prof. Juejun Hu and
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Keeping them distant for ultimate brightness
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Abstract
While strong absorption is best achieved with high activator concentrations, luminescence brightness typically suffers
in that case due to energy migration and concentration quenching. The teams around Xia and Zhong have reported
about an aphthitalite-type Eu-activated phosphate that breaks with this paradigm and enables the sustainment of
high photoluminescence quantum yields (>40%) up to concentrations as high as 70 mol% Eu. Mixing of that
phosphor with a low (0.8%) and high (70%) Eu fraction results in almost natural white light with excellent color
rendition and correlated color temperature that could serve as a new instructive concept for next-generation
phosphor-converted white LEDs.

Phosphor-converted white light-emitting diodes (pc-
wLEDs) comprise an energy-efficient way for white
lighting since the advent of the blue In1-xGaxN LED. Its
major breakthrough in the 1990s was honored by the
Nobel Prize in Physics in 2014 awarded to the developers
Shuji Nakamura, Isamu Akasaki, and Hiroshi Amano1–4.
Shortly after the commercial success of the blue LED, the
company Nichia (at which Shuji Nakamura had also
worked at that time) realized that efficient white lighting
could be possible by mixing the blue light of the LED chip
with emitted yellow light from a ceramic phosphor,
Y3Al5O12:Ce

3+ (YAG:Ce)5. That phosphor was originally
developed in 1968 by George Blasse and Alfred Bril at
Philips Lighting Industries for new cathode ray tubes for
emerging color television at that time6. Its discoverers
would have probably never imagined such an important
role in the future of this inorganic phosphor.
Albeit an ingeniously simple way to generate white light,

the lack of the cyan and red portion of the visible spec-
trum makes that two-color concept-based white light
appear cold-white with a low color rendering index Ra and
comparably high correlated color temperature (CCT).
The CCT is connected to the temperature of a black body
radiator giving rise to that emission color and is known
from heating a piece of iron, for example. Upon heating, it
first becomes orange-red (low CCT) before turning
bluish-white (high CCT) at very high temperatures as the

maximum of the corresponding Planck spectrum moves
towards the visible range by means of Wien’s displace-
ment law (λmaxT = const.). Nowadays, more natural and
generally appealing white light is thus generated by
exciting a green- and red-emitting phosphor with the blue
light of the InGaN LED. This three-color concept offers
more flexibility in the color space and usually yields more
warm-white light with higher color rendition and CCTs
that are closer to the CCT of natural sunlight during
daytime (~ 5700 K). However, especially the red-emitting
phosphor needs to fulfill several practical demands for
that purpose. While our eyes are most sensitive to green
light during daytime (the spectral range of the peak of the
Planck spectrum emitted by the sun’s surface) based on
evolutionary reasons, they become insensitive above
650 nm. Thus, a red-emitting phosphor for warm-white
lighting should not only be bright, but also show suffi-
ciently narrow emission bands to ensure that there is
minimum leakage of light in part of the spectrum the
human eye is insensitive to. This would otherwise result in
wasted electric power consumption overall lowering the
so-called luminous efficacy (in lumens per Watt, lm/W) of
a pc-wLED. Nowadays, especially Eu2+ with a broad-
banded 4f65d1 → 4f7-based emission is used as an acti-
vator for that purpose. The emission color can be tuned
all over the visible range depending on the choice of the
ligand field. As host compounds, particularly oxido- and
nitridosilicates and -aluminates with highly condensed
structures, especially of the UCr4C4 structure type have
now been established and commercialized7–11 and result
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